RADITEK .

RoHS

COMPLIANT
code-j
Lightning Protectors
LIGHTNING PROTECTORS
DIMENSIONS ELECTRICAL DATA
PART RO W TR
Fragquency Range (MHEz) 1 700-~1%00
roedancel 4] &0
SOWER ] 1.3:10
Insertion Loss|[hviax,) =1,2 cif
It Poreses| Wi, 5001 Wt
lermpreratune Range 30T 4+ &0T
MECHANICAL DATS
Cirmeansions [Wx H x D) B3
1/0 Port Connectors MIFEMALE]
LIGHTNING PROTECTORS
DIMENSIONS ELECTRICAL DATA
FART MO, M TEO=005
Frequency Range [MHz) BOO—900
roedance| 42 50
WS R M) 1,3:1
Insaertion Loss| o) -0,2 o8
Input Poreer| ko) S0 ‘Watt
Temperoiure Ranga A0 + S0T
MECHAMNICAL DATA
Dirrsansiaons W H x D) T'B: D
100 Porl Conmnschon MIFEMALE)
Lightning Protectors Specifications may be subject to change 05/02/10
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RADITEK .

oRAS

code-j
Lightning Protectors
LIGHTNING PROTECTORS
DIMENSIONS ELECTRICAL DATA
PART NO, W TED-O04
Fraquancy Romge (MHz) 1700-~-1%00
Imoadancel 2] 50
WLE LR W) 1.3:1
Wsedion Lo 0.7 ol
Ut Power o) S0 Wl
lermperstule Range 30— + &0T
MECHANICAL DATA,
Cirmansions [Wx H x D) 16O
140 Port Connechors MFEMALE)
LIGHTNING PROTECTORS
DIMENSIONS ELECTRICAL DATA
PART MOL M TE0-005
Frequency Ronge [MHz) 1 700— 1900
Impedance] 42 ] 50
Wt WV I 1.3:1
Insertion Loss|Wiox) -0,2 8
Input Poreser| o) 50 Watt
Tempergiure Rangs _30C— + S0
MECHAMICAL DATA
Dirrsnsions M H x 0 T'B D
170 Pl Connechons MIFEMALE]
Lightning Protectors Specifications may be subject to change 05/02/10
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Tel: (408) 266-7404 FAX: (408) 266-4483
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