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Directional Coupler, High Power, 0.7-6.0 GHz, 20dB Coupling
N-Female Connectors, 100 Watts Input Power
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Order Examples: RCPL-0.7-6.0-20d-Nf-100W-w18
Description: (Directional Coupler, 0.7-6.0 GHz, 20dB Coupling, N-Female Connectors, 100 Watts Input Power)

Specifications Min Typ Max Units
Frequency Range 0.7 6.0 GHz
Impedance 50 Q
Coupling 20 +15 dB
Frequency Sensitivity + 0.13 +1.2 dB
Insertion Loss Measured at Highest Frequency 0.38 0.65 dB
Directivity 17 22 dB
Main Line VSWR 1.15:1 1.35:1 max
Secondary Line VSWR 1.15:1 1.35:1 max
Input Power (CW) into 1.2:1 max load VSWR 100 Watts
Reverse Power (CW) into 1.2:1 max load VSWR 50 Watts
Termination 1 Watts
Operating Temperature -55 to +85°C °C
Storage Temperature -55 to +100°C °C
Humidity 10-90% non-condensing %
RCPL-0.7-6.0-20d-Nf-100W-w18 Specifications may be subject to change 10/07/20
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Directional Coupler, High Power, 0.7-6.0 GHz, 20dB Coupling
N-Female Connectors, 100 Watts Input Power

Materials

Connector Interface N-Female

Enclosure Aluminum

Connectors Brass, Tri-Alloy Plated

Contacts Be Cu, Gold Plated

Insulators PTFE

Finish Clear Chem Film

Weight 17 0z (482 g)

* Design to meet based on materials. Production-tested at +25 °C, External heatsink and convection cooling
recommended to maintain body temperature below +50 °C

Coupling Value and Flatness
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Directional Coupler, High Power, 0.7-6.0 GHz, 20dB Coupling
N-Female Connectors, 100 Watts Input Power
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