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Directional Coupler, 2-18GHz, 10dB or 20dB coupling
SMA Female Connectors, 10Watts Input Power, Model 1
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Units: inches

Not to scale
PORT NO. DESIGNATION
1 INPUT
12 QUTPUT
13 COUPLED

ALL DIMENSIONS IN INCHES UNLESS OTHERWISE SPECIFIED.
ALL LENGTH DIMENSIONS TOLERANCE +0.010" UNLESS OTHERWISE SPECIFIED.
ALL DIAMETER DIMENSIONS TOLERANCE +0.005" UNLESS OTHERWISE SPECIFIED.

Order Examples: RCPL-2-18-10d-Sf-10W-M1-w18
Description: (Directional Coupler, 2-18GHz, 10dB Coupling, SMA Female Connectors, 10Watts Input Power, Model 1)

Specifications Units
Frequency Range 2-4 | 4-8 | 8.0-12.4 | 12.4-18.0 GHz
Coupling (includes 10 +1.25 or 20 + 1.25 dB
Tolerance)
Directivity 20 15 13 10 dB min.
Insertion Loss 1.0 1.2 1.5 1.9 dB max
VSWR 1.20:1 1.35:1 1.50:1 1.80:1 max
Power 30 30 30 10 Watts max
Operating Temperature 0 to +55 (Tested at +25°C) °C
Environment Indoor use only
R.E. Interface SMA-Female, 50-ohm

1/4-36 Thread
Passive Intermodulation Designed for <-140 by material selection dBc
Material Aluminum 6061-T6 or Equivalent
Finish Grey Acrylic Paint

RCPL-2-18-Xd-Sf-10W-M1-w18 Specifications may be subject to change 08/23/16

WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A.

Tel: (408) 266-7404
WEB: www.raditek.com

FAX: (408) 266-4483
E-mail: sales@raditek.com
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