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Dual Directional Coupler, 300-700 MHz, 50dB Coupling
EIA 6 1/8” to N Female Connectors, 75 Kilowatts
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Note: Copper Construction with Brass Flange
Probes are internally terminated. No additional terminations supplied.
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Order Examples: RDCPL-300-700M-50d-EIA6 1-8-Nf-75KW-u5
Description: (Dual Directional Coupler, 300-700 MHz, 50dB Coupling, EIA 6 1/8 to N Female Connectors, 75 Kilowatts)
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Dual Directional Coupler, 300-700 MHz, 50dB Coupling
EIA 6 1/8” to N Female Connectors, 75 Kilowatts

Specifications

Frequency Range

300-700MHz

Coupling Value

50 +1.0dB

Insertion Loss

<0.05dB (goal) <0.10 (max)

VSWR main line

<1.05:1 (goal) <1.10 (max)

Directivity >30dB (min)

Power 275KW (Avg)

Impedance 50Q

Connectors | Input EIA 61/8” Fixed flange input
Qutput EIA 6 1/8” Fixed flange output
Secondary Arm N Female

Dimensions 12” Overall length or customer specified

Weight (approximate) <18kg

Coupling Element for 3 1/8” Flange

Inner conductor — PTFE insulator
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Note: Copper Construction With Brass Flange

EIA 6 1/8” Dual Directional Coupler
Silicon Rubber O Ring
EIA 6 1/8" Hardware Kit
(12) 3/8 X 1 1/5" SIS hex head bolt
(12) 3/8 — 16 S/S Hex Nut
(12) 3/8 S/S Split Lock Washer
EIA 6 1/8” Anchor Insulator
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