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Order Examples: RDCPL-300-700M-50d-EIA3 1-8-Nf-20KW-u5 
Description: (Dual Directional Coupler, 300-700 MHz, 50dB Coupling, EIA 3 1/8  to N Female Connectors, 20 Kilowatts) 

  

Units: inches 
Not to scale 

Note: Clear finish  
Supplied with Silicon “O” Ring, Nut Bolt, Washer Kit,  
50O Center conductor & 50O Bullet 
Probes are internally terminated.  No additional terminations supplied. 

Incident 
(forward) 

power  

Reverse 
(reflected) 

power  

INPUT OUTPUT



RADITEK INC.  code-u5 

Dual Directional Coupler, 300-700 MHz, 53dB Coupling 
EIA 3 1/8” to N Female Connectors, 20/25 Kilowatts 

RDDCPL-300-700M-53d-EIA3-1-8-Nf-25KW-u5 Specifications may be subject to change 09/05/19 
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A. 

Tel: (408) 266-7404 FAX: (408) 266-4483 
WEB: www.raditek.com E-mail: sales@raditek.com 

2 of 2 

 

Specifications  
Frequency Range 300-700MHz 
Coupling Value 50 ±1.0dB 53 ±1.0dB 
Insertion Loss <0.05dB (goal)   <0.10 (max) 
VSWR main line <1.05:1 (goal)   <1.10:1 (max) 
Directivity >30dB (min) 
Power  25KW (Avg Goal)  20KW 
Impedance 50Ω 
Connectors Input EIA 3 1/8” Fixed flange input 

Output EIA 3 1/8” Fixed flange output 
Secondary Arm N Female 

Dimensions 11” Overall length or customer specified 
Weight (approximate) ≤6kg  
Coupling Element for 3 1/8” Flange Inner conductor – PTFE insulator 

 


