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Direction of RF: 
R Default ► 
L  ◄ 
 
Order Examples: RADC-825-865M-SMT-60WR-g18 
 C=CIRCULATOR  
Specifications: 

Freq. Range 
(MHz) 

Insertion Loss 
Max(dB) 

Isolation 
Min(dB) 

VSWR 
Max 

Forward 
Power(W) 

Reverse 
Power(W) 

Connector 
Type 

Temp. 
(°C) 

450 ~ 470  0.8  18  1.3  60  60  SMT  -30 ~ +70 
470 ~ 490  0.6  18  1.3  60  60  SMT  -30 ~ +70 
490 ~ 510  0.6  18  1.3  60  60  SMT  -30 ~ +70 
700 ~ 800  0.6  18  1.3  60  60  SMT  -30 ~ +70 
825 ~ 865 0.35 20 1.25:1 60 60 SMT -40 ~ +85 
840 ~ 845 0.30 21 1.20:1 60 60 SMT -40 ~ +85 
860 ~ 960 0.40 20 1.25:1 60 60 SMT -40 ~ +85 
869 ~ 894 0.35 21 1.20:1 60 60 SMT -40 ~ +85 
880 ~ 915 0.35 21 1.20:1 60 60 SMT -40 ~ +85 
902 ~ 928 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
925 ~ 960 0.30 23 1.20:1 60 60 SMT -40 ~ +85 

1000 ~ 1200 0.4 20 1.25:1 60 60 SMT -40 ~ +85 

1030 ~ 1090 0.40 20 1.25:1 
10 Avg. 

350W Pk, 1% duty cycle 
SMT -40 ~ +85 

Units: mm [inches]
Not to scale

General part tolerance is ±0.2mm unless otherwise stated
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Freq. Range 
(MHz) 

Insertion Loss 
Max(dB) 

Isolation 
Min(dB) 

VSWR 
Max 

Forward 
Power(W) 

Reverse 
Power(W) 

Connector 
Type 

Temp. 
(°C) 

1156 ~ 1196 0.30 23 1.20;1 60 60 SMT -40 ~ +85 
1207 ~ 1247 0.30 23 1.20;1 60 60 SMT -40 ~ +85 
1300 ~ 1400 0.3 23 1.20:1 5 5 SMT -40 ~ +85 
1300 ~ 1400 0.3 23 1.20:1 60 60 SMT -40 ~ +85 
1450 ~ 1550 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
1555 ~ 1595 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
1640 ~ 1740 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
1710 ~ 1880 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
1715 ~ 1805 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
1805 ~ 1880 0.35 23 1.20:1 60 60 SMT -40 ~ +85 
1875 ~ 2000 0.30 23 1.20:1 1 1 SMT -40 ~ +85 
1920 ~ 1990 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
1920 ~ 2170 0.35 20 1.25:1 60 60 SMT -40 ~ +85 
2000 ~ 2700 0.50 18 1.30:1 1 1 SMT -40 ~ +85 
2110 ~ 2170 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
2200 ~ 2300 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
2200 ~ 2400 0.35 23 1.20:1 10 10 SMT -40 ~ +85 
2200 ~ 2800 0.50 18 1.30:1 60 60 SMT -40 ~ +85 
2300 ~ 2400 0.35 21 1.20:1 60 60 SMT -40 ~ +85 
2400 ~ 2500 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
2400 ~ 2500 0.3 23 1.20:1 10 10 SMT -40 ~ +85 
2472 ~ 2512 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
2500 ~ 2600 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
2500 ~ 2700 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
3000 ~ 3100 0.30 23 1.20:1 60 60 SMT -40 ~ +85 
3000 ~ 3600 0.50 18 1.30:1 60 60 SMT -40 ~ +85 
3100 ~ 3500 0.40 20 1.25:1 60 60 SMT -40 ~ +85 
3550~ 3800 0.40 20 1.25:1 20 20 SMT -40 ~ +85 
3900 ~ 4200 0.40 20 1.25:1 60 60 SMT -40 ~ +85 
4100 ~ 4460 0.30 25 (TX-RX) 1.25:1 1 1 SMT -50 ~ +85 

 
 


