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ADDITIONAL PACKAGE STYLES ON Page 2 

 Order Examples: RSAW-BPF-84.75-86.01M-10mW-S-U-k 
Description: (SAW Band Pass Filter, 84.75-86.01 MHz, 10 milliwatts, Surface Mount, U-Package) 

 

Part Number 
Center 

Frequency  
Fo[MHz] 

3dB BW 
min. [MHz]

5dB BW 
min. [MHz]

33dB BW 
max. [MHz] 

Insertion Loss 
max. [dB] 

Pass band 
Ripple  

max. [dB] 
Package Application 

RSAW-BPF-84.75-86.01M-10mW-S-U-k 85.38 - 1.26 1.80 12.5 1.2 U CDMA 

RSAW-BPF-84.75-86.01M-10mW-S-T-k 85.38 - 1.26 1.80 12.5 1.2 T CDMA 

RSAW-BPF-182.985-184.215M-10mW-S-S1-k 183.6 - 1.23 1.80 10.0 1.0 S1 CDMA 

RSAW-BPF-187.7-192.3M-10mW-S-P3-k 190.0 4.6 - - 7.0 2.0 P3 WCDMA 

RSAW-BPF-209.75-211.01M-10mW-S-K-k 210.38 - 1.26 2.50 9.0 1.2 K PCS 

RSAW-BPF-219.75-221.01M-10mW-S-K-k 220.38 - 1.26 2.50 9.0 1.2 K PCS 

RSAW-BPF-245.5-246.5M-10mW-S-K-k 246.0 +/-0.5 - - 2.5 0.4 K SATELLITE 

RSAW-BPF-245.95-246.05M-10mW-S-S-k 246.0 +/-0.05 - - 6.5 2.0 S SATELLITE 

RSAW-BPF-359.85-360.15M-10mW-S-K-k 360.0 0.3 - 1.0(40dB) 5.2 1.5 K GSM 
 

U-Package T- Package S- Package 

Operation Temperature Range -30 to +80°C 
Storage Temperature Range -40 to +85°C Units: mm Not to scale 
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P3-Package K-Package 


