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Thru-Hole Package Styles on Page 4 

 Surface Mount Order Example: RSAW-BPF-69.805-70.195M-10mW-S-X-k 
Description: (SAW Band Pass Filter, 69.805-70.195MHz, 10 milliwatts, Surface Mount, X-Package) 

Part 
Number 

Fo 
[MHz]

1dB BW 
[MHz] 

3dB BW
[MHz] 

40dB BW
[MHz] 

Insertion 
Loss 
[dB] 

Passband
Ripple  
[dB] 

Ultimate
Rejection

[dB] 

Package

RSAW-BPF-62.782-63.218M-10mW-D-k 63.0 - 0.436 1.50(55dB) 14.2 1.0 65 D 

RSAW-BPF-55.35-74.65M-10mW-F-k 65.0 19.30 19.60 20.80 24.5 0.60 55 F/G 

RSAW-BPF-55.925-75.155M-10mW-D-k 65.54 19.23 19.60 20.86 25.4 0.45 55 D 

RSAW-BPF-69.91-70.09M-10mW-F-k 70.0 0.18 0.30 0.90 17.5 1.20 50 F 

RSAW-BPF-69.91-70.09M-10mW-D-k 70.0 0.18 0.34 1.10 13.5 1.20 50 D 

RSAW-BPF-69.805-70.195M-10mW-S-X-k 70.0 0.39 0.59 1.39 13.7 0.80 50 X 

RSAW-BPF-69.5-70.5M-10mW-D-k 70.0 1.00 1.20 1.95 23.0 0.40 45 D 

RSAW-BPF-69.46-70.54M-10mW-D-k 70.0 1.08 1.27 2.11 22.0 0.35 50 D 

Operation Temperature Range -30 to +80°C 
Storage Temperature Range -40 to +85°C 

Units: mm Not to scale 

V-Package X-Package 
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Part 
Number 

Fo 
[MHz]

1dB BW 
[MHz] 

3dB BW
[MHz] 

40dB BW
[MHz] 

Insertion 
Loss 
[dB] 

Passband
Ripple  
[dB] 

Ultimate
Rejection

[dB] 

Package

RSAW-BPF-69.45-70.55M-10mW-S-X-k 70.0 1.10 1.30 2.05(35dB) 18.2 0.50 45 X 

RSAW-BPF-69.37-70.63M-10mW-F-k 70.0 1.26 - 1.8 20.0 0.70 45 F 

RSAW-BPF-69.37-70.63M-10mW-S-X-k 70.0 1.26 - 2.36 20.0 0.80 50 X 

RSAW-BPF-69.25-70.75M-10mW-F-k 70.0 1.50 1.70 2.40 23.5 0.30 50 F 

RSAW-BPF-69.245-70.755M-10mW-E-k 70.0 1.51 1.71 2.45 21.6 0.37 55 E 

RSAW-BPF-68-72M-10mW-D-k 70.0 4.00 4.30 5.60 22.5 0.50 50 D 

RSAW-BPF-67.85-72.15M-10mW-D-k 70.0 4.30 4.50 5.40 21.5 0.50 50 D 

RSAW-BPF-67.5-72.5M-10mW-D-k 70.0 5.00 5.70 6.60 22.0 1.00 50 D 

RSAW-BPF-66.75-73.25M-10mW-E-k 70.0 6.50 6.90 8.20 23.5 0.60 50 E 

RSAW-BPF-66.55-73.45M-10mW-E-k 70.0 6.90 7.30 8.58 20.0 1.00 50 E 

RSAW-BPF-65.75-74.25M-10mW-D-k 70.0 8.50 8.70 10.20 20.0 0.70 50 D 

RSAW-BPF-65.5-74.5M-10mW-S-V-k 70.0 9.00 9.30 10.70 23.0 0.90 40 V 

RSAW-BPF-65.425-74.575M-10mW-D-k 70.0 9.15 9.45 10.75 20.5 0.60 55 D 

RSAW-BPF-65.4-74.6M-10mW-D-k 70.0 9.20 9.50 10.82 20.5 0.60 55 D 

RSAW-BPF-65.35-74.65M-10mW-F-k 70.0 9.30 9.52 10.28 28.5 0.65 55 F 

RSAW-BPF-65.35-74.65M-10mW-S-V-k 70.0 9.30 9.80 11.70 23.0 0.80 40 V 

RSAW-BPF-64.9-75.1M-10mW-D-k 70.0 10.20 10.50 11.95 21.0 0.70 55 D 

RSAW-BPF-64.05-75.95M-10mW-D-k 70.0 11.90 12.40 14.00 23.0 0.80 50 D 

RSAW-BPF-60.75-79.25M-10mW-F-k 70.0 18.50 18.65 19.50 25.5 0.60 55 F/G 

RSAW-BPF-60.55-79.45M-10mW-F-k 70.0 18.90 19.05 20.00 25.5 0.70 55 F/G 

RSAW-BPF-60.45-79.55M-10mW-D-k 70.0 19.10 19.50 21.40 24.5 0.85 50 D 

RSAW-BPF-60.45-79.55M-10mW-D-k 70.0 19.10 19.57 21.43 24.5 0.85 50 D 

RSAW-BPF-60.425-79.575M-10mW-D-k 70.0 19.15 19.60 21.45 24.0 0.80 55 D 

RSAW-BPF-59.95-80.05M-10mW-D-k 70.0 20.10 20.40 21.70 22.8 0.70 50 D 

RSAW-BPF-59.875-80.125M-10mW-F-k 70.0 20.25 20.55 21.69 22.0 0.70 55 F/G 

RSAW-BPF-59.825-80.175M-10mW-F-k 70.0 20.35 20.55 21.81 23.5 0.60 60 F 

RSAW-BPF-57.5-82.5M-10mW-D-k 70.0 25.00 25.65 28.50 26.5 0.70 50 D 

RSAW-BPF-57.175-82.825M-10mW-E-k 70.0 25.65 26.25 28.45 24.2 0.70 55 E/F 

RSAW-BPF-72-73M-10mW-D-k 72.5 1.00 1.20 1.95 23.0 0.40 50 D 

RSAW-BPF-74.5-75.5M-10mW-D-k 75.0 1.00 1.20 1.95 23.0 0.40 50 D 
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Part 
Number 

Fo 
[MHz]

1dB BW 
[MHz] 

3dB BW
[MHz] 

40dB BW
[MHz] 

Insertion 
Loss 
[dB] 

Passband
Ripple  
[dB] 

Ultimate
Rejection

[dB] 

Package

RSAW-BPF-65.59-84.41M-10mW-S-V-k 75.0 18.82 19.25 21.15 23.5 0.70 42 V 

RSAW-BPF-65.25-84.75M-10mW-S-V-k 75.0 19.50 20.00 22.00 23.0 0.70 42 V 

RSAW-BPF-65.4-84.6M-10mW-F-k 75.0 19.20 19.54 20.70 23.5 0.70 55 F/G 

RSAW-BPF-65.5-84.5M-10mW-F-k 75.0 19.00 19.40 20.62 24.3 0.70 50 F/G 

RSAW-BPF-65.55-84.45M-10mW-F-k 75.0 18.90 19.17 20.36 24.5 0.70 55 F/G 

RSAW-BPF-75.9-81.3M-10mW-D-k 78.6 5.40 6.00 7.87 18.1 0.70 50 D 

RSAW-BPF-67.5-92.5M-10mW-F-k 80.0 25.00 25.35 26.90 25.0 0.70 55 F 

RSAW-BPF-75.3-86.1M-10mW-D-k 80.70 10.80 11.22 12.80 25.2 0.80 50 D 

RSAW-BPF-73.5-91.5M-10mW-D-k 82.50 18.00 18.40 19.90 24.2 0.5 50 D 

RSAW-BPF-99.83-100.17M-10mW-S-X-k 100.0 0.34 0.55 1.38 13.7 0.80 50 X 

RSAW-BPF-90.525-109.475M-10mW-F-k 100.0 18.95 19.230 20.30 24.5 0.85 55 F/G 

RSAW-BPF-90.625-109.375M-10mW-F-k 100.0 18.75 19.05 20.15 24.5 0.85 55 F/G 

RSAW-BPF-114.105-115.875M-10mW-D-k 114.99 1.77 2.05 3.44 20.0 0.30 55 D 

RSAW-BPF-102.2-127.8M-10mW-E-k 115.0 25.60 26.25 28.60 23.1 0.70 55 E/F 

RSAW-BPF-119.505-120.495M-10mW-E-k 120.0 0.99(1.5dB) 1.60(35dB) 1.74(50dB) 18.5 0.60 55 E 

RSAW-BPF-107.175-132.825M-10mW-E-k 120.0 25.65 26.25 28.70 23.0 0.70 55 E/F 

RSAW-BPF-123.85-134.75M-10mW-D-k 129.3 10.90 11.35 13.30 22.0 0.75 50 D 

RSAW-BPF-139.91-140.09M-10mW-E-k 140.0 0.18 0.31 0.84 21.0 - 50 E 

RSAW-BPF-136.45-143.55M-10mW-D-k 140.0 7.10 7.60 9.50 22.5 0.40 55 D 

RSAW-BPF-135.35-144.65M-10mW-S-V-k 140.0 9.30 9.80 12.00 21.0 0.80 45 V 

RSAW-BPF-134.2-145.8M-10mW-D-k 140.0 11.60 12.24 14.56 22.3 0.70 55 D 

RSAW-BPF-130.825-149.175M-10mW-S-V-k 140.0 18.35 18.85 20.95 21.5 0.75 50 V 

RSAW-BPF-127.6-152.4M-10mW-D-k 140.0 24.80 25.50 28.60 21.5 0.70 50 D 

RSAW-BPF-123-157M-10mW-D-k 140.0 34.00 35.40 40.40 22.2 0.65 60 D 

RSAW-BPF-145.2-148.6M-10mW-D-k 146.9 3.40 3.80 5.70 23.5 0.40 45 D 

RSAW-BPF-149.345-150.655M-10mW-S-X-k 150.00 1.31 1.54 2.22 19.0 0.35 50 X 

RSAW-BPF-152-154M-10mW-S-X-k 153.00 2.00 2.30 3.30 19.0 0.45 45 X 

RSAW-BPF-159.3-160.7M-10mW-S-X-k 160.00 1.40 1.60 2.20 18.0 0.49 50 X 

RSAW-BPF-159.315-160.685M-10mW-D-k 160.00 1.37(1.5dB) 2.25(35dB) 2.38(50dB) 17.0 0.53 55 D 

RSAW-BPF-159.315-160.685M-10mW-S-X-k 160.00 1.37(1.5dB) 2.25(35dB) 2.38(50dB) 17.0 0.53 55 X 
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Part 
Number 

Fo 
[MHz]

1dB BW 
[MHz] 

3dB BW
[MHz] 

40dB BW
[MHz] 

Insertion 
Loss 
[dB] 

Passband
Ripple  
[dB] 

Ultimate
Rejection

[dB] 

Package

RSAW-BPF-179.7-184.9M-10mW-D-k 182.30 5.20 5.40 6.18 22.0 0.5 48 D 

RSAW-BPF-204.4-209.6M-10mW-D-k 207.00 5.20 5.40 6.18 22.5 0.8 48 D 
 

 Thru-Hole Order Example: RSAW-BPF-62.782-63.218M-10mW-D-k 
Description: (SAW Band Pass Filter, 62.782-63.218MHz, 10 milliwatts, D-Package) 

 

 

D-Package 

F-Package 

E-Package 

G-Package 


