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Cavity Diplexer, 410-415 MHz /| 420-425 MHz
SMA Female Connectors, 25 Watts CW Input Power
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Order Examples: RCDIPL-410-415M-420-425M-Sf-25W-CW-c14
Description: (Cavity Diplexer, 410-415MHz / 420-425MHz, SMA Female Connectors, 25Watts CW)

Parameters RX X

Frequency Range 410-415MHz 420-425MHz

Center Frequency 412.5MHz 422.5MHz

Pass Band Insertion Loss <1.8dB

Pass Band VSWR <1.25:1

Rejection >60dB@420~425MHz ‘ >60dB@410~415MHz

Power Handling 25W CW

Impedance 50 ohms

Surface Finish Black Paint

Connectors SMA-Female

Port Sign Port 1: ANT ; Port 2: RX ; Port 3: TX

Operating Temperature -40 to +85°C

Net weight 1.53 KG

RCDIPL-410-415M-420-425M-Sf-25W-CW-c14 Specifications may be subject to change 04/08/17
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A.

Tel: (408) 266-7404 FAX: (408) 266-4483
WEB: www.raditek.com E-mail: sales@raditek.com
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