RADITEK INC. ©®

RX0-232.000M-3.3V-PECL-S-k

CRYSTAL OSCILLATOR, 232.000MHz, 3.3 VoLTS, PECL OPTION, SURFACE MOUNT

code-k

PECL Output XO
PECL-X0O-C63-232.000MHz

General Specifications

Output Wave Form

Positive ECL Square Wave

Input Voltage VDD +3.3Vdc £ 5%
Frequency Range 232.000MHz
Frequency Tolerance (a+b+c) +50ppm

(a) Temperature Stability

Inclusive of Overall Stability (Operating Temperature)

(b)Input Voltage Stability

Inclusive of Overall Stability ( Vpp £5% )

(c)Load Stability

Inclusive of Overall Stability ( RL 5% )

(d)Aging(@25 °C)

3ppm at 1 Year

Operating Temperature Range

-10to +70°C

Storage Temperature Range

-55to +125°C

Output Voltage High 1", Vou

Vb -1.025Vdc Min

Output Voltage Low "0", Vo

Vpp -1.620Vdc Max

Current Consumption

100mA Max

Load

50 Ohms

Rise Time(Tr) & Fall Time(Tf)

0.6nS Max ( 20% to 80% of Waveform )

Duty Cycle

50% +5% ( 50% of Waveform)

Phase Jitter (12KHz - 20MHz)

RMS : 3.0ps Max
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Pad 1 : Tri - state (Enable High)
Pad2:NC

Pad 3 : Ground

Pad 4 : Output

Pad 5 : Complementary Output
Pad 6 : VDD

RX0-232M-3.3V-PECL-S-k

Part Number Information

RXO-PECL C6 3 -10/70 T 50- 232.00M TR

1 2 3 4 56

2) CERAMIC SMD Package 6Pad

3) VDD (3:3.3V)

4) Operating Temperature Range
(-10/70: -10~70 °C)

6) Frequency Stability (ppm)
7) Frequency : M(MHz)

8) Packing Information
B = Tube, TR = Tape and Reel

1) PECL XO Funda Blank Type(Multiple)

5) Duty Cycle (D : 50£10%, T : 50+5%)

8

(00: £100PPM, 75: £75PPM, 50: +50PPM, 20: +20PPM)

Specifications may be subject to change

05/16/07
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RX0-232.000M-3.3V-PECL-S-k code-k

CRYSTAL OSCILLATOR, 232.000MHz, 3.3 VVoLTs, PECL OPTION, SURFACE MOUNT
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