st RADITEK INC.

Synthesized Phase Locked Oscillator, 2.0-2.9GHz code-L1
100MHz External Reference, SMA Female Connectors
Specify Frequency Between 2.0-2.9GHz
RSPLO-L108-2.0-Sf-15d(5-12V)-ER100M-L1

These 2 GHz Phase-Locked Microwave Signal Sources are locked to an
external crystal oscillator in the 100MHz range.
These units have been designed for various applications including:

» UP/Down Converters of Microwave Links
» CATV
» Instrumentation Systems.
» Very low phase noise, -100dBc/Hz at 1KHz offset
» Compact size, 60 x 60 x 20 mm
Electrical Performance Units
Frequency : 2.0 GHz
SSB Phase Noise
o 1 kHz offset -100 dBc/Hz
o 10 kHz offset -100 dBc/Hz
o 100kHz offset -120 dBc/Hz
o 1MKz offset -135 dBc/Hz
RF Output +15 dBm (min)
Spurious:-Non- Harmonics -80 dBc
External Reference 100 MHz
200 mA @+12V
DC Power 30 mA@@ 5\
Connectors RF Out, Reference In SMA(F)
DC,Alarm: Feed through
RSPLO-L108-2.0-Sf-15d(5-12V)-ER100M-L1  Specifications may be subject to change 11/18/08
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