AQHS Complant

RADITEK INC.

Synthesized Phase Locked Oscillator, 4.47-5.05GHz

93.125-105.208MHz External Reference, SMA Female Connectors

Specify Frequency Between 4.47-5.05GHz
RSPLO-L109-4.47-5.05-Sf-18d(-20V)-ER(93.125-105.208)MHz-L1

code-L1

RADITEK
RSPLO-L109-4.47-5.05-S£-18d
(-20V)-ER(93.125-105.208)MHz- L1

]

Units: mm
Not to scale

Specifications Units
4.470-5.049.984
Frequency : (fo=48x fr) GHz
Phase Noise, offset 100 Hz <70 dBc/Hz
e 100 Hz <70 dBc/Hz
e 1KkHz <-95 dBc/Hz
e 10 KkHz <-100 dBc/Hz
e 100 kHz <-110 dBc/Hz
Spurious: Harmonics <20 dBc
<-
Non- Harmonics <-80 (at In Band) dBc
<-50 dBc
RF Output >+18 dBm

RSPLO-L109-4.47-5.05-S{-18d(-20V)-ER(93.125-105.208)MHz-L.1 Specifications may be subject to change
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st RADITEK INC.

Synthesized Phase Locked Oscillator, 4.47-5.05SGHz code-L1

93.125-105.208MHz External Reference, SMA Female Connectors

Specify Frequency Between 4.47-5.05GHz
RSPLO-L109-4.47-5.05-Sf-18d(-20V)-ER(93.125-105.208)MHz-L1

Specifications Units
Frequency Stability Same As External Reference
External Reference 93.125~105.208MHz, 0dBm+3dB
C/N=-150 dBc/Hz at 1KHz offset
Lock-Up Time Auto Locking, < 10msec
Lock TTL-Lo
Alarm Out Unlock TTL-Hi
DC Bias (@ -20V) 200 mA (max)
Operating Temp. Range 0~+50 °C
Package and Connectors
o Size 80(W) x 60(L) x 21(H) mm
e Connectors RF Out, Ref, In, SMA(F)
e DC Bias, Alarm DF13-14P-1.25DS (Hirose)

¢+ If C/N of reference input is worse than -150dBc¢/Hz, expected C/N will need to be recalculated: C/N of Ref. In +20log48+3dB
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