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Synthesized Phase Locked Oscillator, 7.055GHz
10MHz External Reference, SMA Female Connectors
RSPLO-L110-7.055-Sf-10d12V-ER10M-L1

code-L1
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Electrical Performance Units
Output Frequency : 7.055 GHz
SSB Phase Noise
e 10Hz offset <50 dBc/Hz
e 100Hz offset <75 dBc/Hz
e 1kHz offset <-100 dBc/Hz
e 10kHz offset <110 dBc/Hz
e 100kHz offset <120 dBc/Hz
e 1MHz offset <-130 dBc/Hz
e 10MHz offset <-130 dBc/Hz
RF Output Power +10dBm +1dB dBm (min)
Load VSWR <20 dB
Spurious DC to f0-10MHz <-80 dBc
Spurious f0+10MHz to 18GHz <-80 dBc
Harmonics <-80 dBc
External Reference 10 MHz
Input power 0dBm = 3dB (TBD)
Frequency stability As Ref. Clock (TBD)
RSPLO-L110-7.055-Sf-10d12V-ER10M-L1 Specifications may be subject to change 11/18/08
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Synthesized Phase Locked Oscillator, 7.055GHz
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Electrical Performance \ Units
Supply Voltage 12 Volts
Connector SMA (F)
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