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RSPLO-L70 Series synthesized PLOs are Precision Microwave Signal Sources, used for ISM, U-NII etc.  
From 100 to 4000MHz, Includes an internal 10MHz TCXO reference. Optimum phase noise is obtained 
with an internal, high Q, CRO, with phase noise ≤ -100dBc/Hz at 10 KHz offset. 
Slightly lower Q oscillators are used for broader tuning bandwidths, and 
still have excellent phase noise. 
Features: 

• Attractive price, Compact Size  -- 35W x 20L x 5H mm 
• Turnkey Operation build-in, TCXO &  Data Memory -- +5V only 
• Wide Frequency Range  -- 100MHz ~ 4000MHz 
• Low Phase Noise -- Below -100dBc/Hz at 10KHz offset 
 

Specify any Single Frequency between 100MHz and 4000MHz 
 Order Examples: RSPLO-L70-1020M-10d5V-IR10M-S-L1 

Description: (Synthesized Phase Lock Oscillator, L70 Model, 1020MHz, 10 dBm RF Power, 5 Volts DC, 10MHz 
Internal Reference, Surface Mount) 

 

Electrical Performance  Units 
Output Frequency Range : 100 ~ 4000 MHz 
RF Output Power : +10 dBm (min) @ 2500MHz 
Phase Comparison Frequency : 1 MHz (for design purpose only) 
SSB Phase Noise@2500MHz:   

• 1 KHz offset : ≦ -80 dBc/Hz 
• 10 KHz offset : ≦ -100 dBc/Hz 
• 100 KHz offset : ≦ -120 dBc/Hz 
• 1 MHz offset : ≦ -130 dBc/Hz 

Spurious:   
• Harmonics: -20 dBc/Hz 
• Non-Harmonics: -65 dBc/Hz 

Alarm Out:   
• Lock : TTL-Hi  
• Un-Lock : TTL-Lo  

Internal Reference : 10 MHz TCXO 
Frequency Stability:   

• at -20 ~ +55℃ ≦± 1 ppm  
• at -30 ~ +70℃ ≦±2.5 ppm  
• at -40 ~ +80℃ ≦±5.0 ppm  



RADITEK INC. 
 Synthesized Phase Locked Oscillator, 100-4000MHz code-L1 

10MHz Internal Reference, Surface Mount  
Specify Single Frequency Between 100-4000MHz 

RSPLO-L70-100-4000M-10d5V-IR10M-S-L1 

RSPLO-L70-100-4000M-10d5V-IR10M-S-L1 Specifications may be subject to change 08/18/08 
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A. 

Telephone: (408) 266-7404   FAX: (408) 266-4483 
WEB: www.raditek.com , E-mail: sales@raditek.com  

2 of 2 

Electrical Performance  Units 
DC Bias : 60 mA (max) @ +5V 
Option: FM Modulation, Input 50Hz ~6MHz  
Operating Temp. Range : -20 ～ +70 ℃ 
Package Surface Mount  
Dimensions 35W x 20L x 5H mm 

 

 

 


