
 RADITEK INC. code-b 

 Coaxial Circulator or Isolator, 18-26.5GHz, Full Bandwidth 
SMA or K (2.9) / (2.4) Connectors, 1 Watt 

RADC-18-26.5-K23-1WR RADI-18-26.5-K3-1WR 

RADCorI-18-26.5-Kx-1WR-b (Full Band) Specifications may be subject to change 11/13/07 
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Specifications: 
Frequency MHz BW Insertion loss 

dB (max) 
Isolation 
dB (min) 

VSWR 
:1 

Power Fwd 
Watts 

Power Rev 
Watts 

Temp Range 
°C Connector 

18-26.5 Full 1.0 16 1.5 1-2 1-2 -40 to +70 SMA/ K(2.9)/ 
(2.4) 

         

 
 

Output Input 

Front View Left Side View 

13.0 10.50 

6.
5 

15
.3

 

SMA / K(2.9) Connector 
2 Places  
(4 Hole 0.5” Flange) 

2-56 UNC 2B x 3.5 
2 Places in Basetba 

RADITEK 
 

RADI- 
18-26.5- 
K3-1WR 

Date Code 
wwyy 

SN 

3.1 

Option (-di) Drop In model; 0.9mm 
diameter pin same location as 
connector center pin 

 
Direction of RF: 
R Default 
L  

 Order Examples: RADI-18-26.5-K3-1WR 
 I=ISOLATOR / C=CIRCULATOR

Units: mm 
Not to scale

SMA / K(2.9 / (2.4) Connector options (X) 
Isolator Circulator 

Port 1 Port 2  Port 3 
Male 

Port 3 
Female 

Female Male -1 -11 -21 
Male Female -2 -12 -22 
Female Female -3 -13 -23 
Male Male -4 -14 -24 


