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Circulator, Coaxial, 88-108MHz, N Connectors Split Band
200- 500Watts Reverse, 200-500Watts Forward Power
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RADITEK INC.
RADC-88-108M-
N23-500WR-500W
Fwd-g18
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Units: mm (Inch)
Not to scale
General part tolerance is ¥0.2mm unless otherwise stated
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Direction of RF: N Connector options (X)
R_| Default > 7 Isolator Circulator
L < Port1 | Port2 Port3 | Port3
Order E | RADC-88-108M-N23-500WR-500W Fwd-g18 Male Female
rder Examples: -88- -N23- - wd-g - - -
C=CIRCULATOR Female Male 1 11 21
Male Female -2 -12 -22
Female | Female -3 -13 -23
Male Male -4 -14 -24
Specifications:
. . Average Peak Operating
Frequency Insertion loss Isolatlpn VSWR Power Power Temp Connector
MHz dB (max) dB (min) (max) Watts Watts oC
88-108 0.8 17 1.40:1 250 or 500 250 or 500 -10 to +40 N-type
88-108 0.8 17 1.40:1 300 300 Oto +70 N-type
93.5-93.9 0.8 17 1.40:1 200 200 -10 to +40 N-type
RADC-88-108M-NX-XWR-XW-Fwd-g18 Specifications may be subject to change 09/15/16
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