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Coaxial Circulator, 685-702MHz, Split Bands
7/16 Female Connector, 1kilowatt

! A ! ' C ' Metric Tolerance (unless otherwise stated):
< > - Hole diameter +/- 0.1mm
' ' —» L : Dimensions (wW*I*h) +/- 0.3 mm coax in wg
---------- AT + unit higher -0.033 // +0
C +/- 0.1mm +/-0.1mm thickness
— I Dimensions (Coax Connector position ) +/-
o _];_G___ O --F-tF---- 0.3mm
Dimensions (Microstrip pad, Stripline Tab,
RADITEK Waveguide Slot Position) +/- 0.1mm
B ' Dimensions (hole position) +/- 0.1mm
' Machined surfaces
E RADC-685-695M- ! Flatness 0.025/mm
(7/16-23)-1kW : Bend radius 0.8mm
' Date code: wwyy! i
Tt ottt I ‘@ T 3 (D | 100
F | i . v | - Powerdderating
AT 7 : Units: mm -"-- 559 e h
Lo ! Not to scale 7570 L
H : 0°C 100°C 150°
—> >
D
. . 7/16 Connector options (X)
Direction of RF: Isolator Circulator
R | Default » Port1 | Port2 Port3 | Port3
L < Male Female
Female | Male -1 -11 -21
= . RaE. ) oa Male Female | -2 -12 -22
Order Examples: RADC-685-695M-7/16-23-1kKWR Female | Eemale | 3 13 3
I=ISOLATOR /C=CIRCULATOR Male Male -4 -14 24
Size# A B C D E F H | L
1 72.6 74.8 27.5 42 62 5.3 tha 21.9 tha mm
2 72.6 74.8 271.7 tha tha tha tha tha tha mm
e . . Power Rev
Size# Specifications: Insertion loss Isolatl_on VS_WR Power Fwd KWatt Op. Temp Connector
Frequency MHz dB (max) dB (min) 1 kWatt RMS °C
(average)
685-695 0.3 23 1.15 1 1 -10 to +50 7/16
694-702 0.35 23 1.15 1 1 +5 to +45 7/16
RADC-685-702M-(7/16-23)-1kWR-Generic-b Specifications may be subject to change 06/12/09
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