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Coaxial Circulator or Isolator, 4-8 GHz
Cryogenic, 0.01-4°K, SMA Connectors, 1 Watt

opt Shielding can operate in external Distance from device to any other
permanent magnetic field steel element
Std default None <2 Oe more than 30mm.
MS Total Magnetic shielding <1500 Oe Not importance
SS Side by Side shielding <1500 Oe To work close to each other (stacked)
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Direction of RF:

R Default >

L <

Magnetic Shielding can not be removed

0.02-4°K operation

Units: mm
Not to scale

Order Examples: RADC-4-8-Cryo-0.01-4K-S23-1WR-ss-b
C=CIRCULATOR/ I=ISOLATOR

Standard:

RADC-4-8-Cryo0-0.01-4K-S23-1WR-ss-b

(Circulator, Coaxial, 4-8GHz, Cryogenic, 0.01-4K, SMA Female Connectors on al

ports, 1Watt, Clockwise Rotation, Special Shielded)

Specifications: Units
Frequency 4-8 GHz

Insertion loss 0.4 dB (maximum)
Isolation 18 dB (minimum)
VSWR 1.30:1 Maximum
Rated power (forward) 1 Watts (average)
Rated power (reverse) 1 Watts (average)
Operating temperature 0.01-4 °K

Connector options SMA

RADCorl-4-8-Cryo0-0.01-4K-SX-1WR-ss- b

Specifications may be subject to change

Tolerance Table Metric (inch)
(unless otherwise stated):
Hole diameter +/- 0.1mm, (+/- 0.004")
Dimensions (w*I*h) +/- 0.3 mm, (+/- 0.015")
Dimensions (Coax Connector position ) +/-
0.3mm, (+/- 0.012")
Dimensions (hole position) +/- 0.1mm, (+/- 0.04")
Machined surfaces
Flatness 0.025/mm, (0.001/ inch)
Bend radius 0.8mm, (0.031" or 1/32")

SMA Connector options (X)

Isolator Circulator
Port 1 Port 2 Port 3 Port 3

Male Female

Female | Male -1 -11 -21
Male Female -2 -12 -22
Female | Female -3 -13 -23
Male Male -4 -14 -24

Note: ss Devices can be used without
gaps one to another.

4 Mounting holes top side between
port1 and port 2
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Coaxial Circulator or Isolator, 4-8 GHz
Cryogenic, 0.01-4°K, SMA Connectors, 1 Watt

Stacking example

o

/—Dla\ TBD, 6 PLACES

mom W moE & =

~———SMA COMNECTOR, TYP

RADCorl-4-8-Cryo0-0.01-4K-SX-1WR-ss- b Specifications may be subject to change 07/12/18
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A.
Tel: (408) 266-7404 FAX: (408) 266-4483
WEB: www.raditek.com E-mail: sales@raditek.com
20of 2




