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Direction of RF: 
R Default ► 
L  ◄ 
 
Order Examples: RADI-2-18-P-S3-1WR-02 
 I=ISOLATOR  
 
Standard Bands (additional bands – see page 2) 

Frequ
ency 

Insertion loss dB 
(max) 

Isolation dB  (min) VSWR (Maximum) 
Peak 

Power 

Rated 
Power 
(Fwd)  

Rated 
Power 
(Rev)  

Operating 
Temperature 

GHz 
+15 to 
35°C 

-10 to 
+60°C 

+15 
to35°C 

-10  
to+60°C 

+15  
to 35°C 

-10  
to+60°C 

Watts 
Watts 
(avg)  

Watts 
(avg)  

°C 

2-17 
17-18 

3.5 
3.5 

4 
14 

10.5 
10 

1.77:1 
1.77:1 

1.80:1 35 1 1 
-10 to 60 (max.) 

(Humidity: 95%RH at 
+45C)  

2-17 
17-18 

3.5 
3.5 

4 
14 

10.5 
10 

1.77:1 
1.77:1 

1.80:1 35 10 1 

(Humidity: 95%RH at 
+45C 

Special device  
Requires mounting on 

heat sink  

 
Warning:  Parts must be separated by 30mm from each other and other magnetic items  
Distance from the top and bottom to any ferromagnetic substance (i.e. steel kovar or other magnet) including 
another Isolator or Circulator must be >30mm Distance from the sides >10mm 
Dimensions:  

POWER (In all -P Peripheral mode Isolators
Maximum Peak Power  35W 
Maximum Average Forward power 1W std 
Maximum Average Reverse / Load Power 1W 
(unless otherwise stated): 

N / SMA Connector options (X) 
Isolator Circulator 

Port 1 Port 2  Port 3 
Male 

Port 3 
Female 

Female Male -1 -11 -21 
Male Female -2 -12 -22 
Female Female -3 -13 -23 
Male Male -4 -14 -24 
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Mounting Option:-01 Dimensions 
W L H 

max 
N 

45 44 12 21 

Mounting Option:-01 (No Mounting Holes) 
ie ** RADI-2-18-P-S3-1WR-01-b Units: mm 

Not To Scale 

 

RADITEK 
RADI-8-18-P-N3-1W 

in 
1 

out 
2 

No side mounting plate screw protrusion 

Tolerance Table Metric (inch) 
(unless otherwise stated):  
Hole diameter +/- 0.1mm,  (+/- 0.004”) 
Dimensions (w*l*h) +/- 0.3 mm, (+/- 0.015”) 
Dimensions (Coax Connector position ) +/- 0.3mm,  (+/- 0.012”) 
Dimensions (hole position)  +/- 0.1mm, (+/- 0.04”) 
Machined surfaces 

Flatness 0.025/mm, (0.001/ inch) 
Bend radius 0.8mm,  (0.031” or 1/32”) 

Weight: 

L

W  H

N

-02 – 4.5mm  
both sides 

48.5 +/-0.2 

45 

21
 

30
 +

/-
0.

11
 

3 

RADITEK 
RADI-2-18-P-SX-

1WR-02 

53 

35

44
.0

 

12 
64 

Mounting Option -02 (Mounting Holes) 2-18 GHz  
-02 – 4.5mm  
both sides 


