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Direction of RF: 
R Default ► 
L  ◄ 
 
Order Examples: RADC-35.0-36.5-MS21-2WR 
 
 
Option: -HI (High Impact) Lower Magnet, Stronger adhesive,  
Reinforcing adhesive around magnet 

Specifications:  Units 
Bandwidth 1.0 1.5 2.0 3.0 GHz 
Insertion loss (I.L.) 0.8 0.9 1.0 1.1 dB (maximum) 
Isolation 20 20 20 20 dB (minimum) 
VSWR  
Return loss 

1.3 
17.7 

1.3 
17.7 

1.3 
17.7 

1.3 
17.7 

 
dB 

Rated power- 
Forward 

2.0 2.0 2.0 2.0 Watts 
(maximum)  

Rated power- 
Reverse 

2.0 2.0 2.0 2.0 Watts 
(maximum)  

Standard Operating Temperature –40 to 75C. Storage Temperature: –40 to 85C 
High temperature option (-HT): 85C: (I.L. Spec. increases by 0.1 dB, isolation decreases to 18 dB VSWR < 1.3:1) 
 

Do not heat above 130C 
Max temperature during welding process

+350C  @ 25m sec 

 c d w
 

12.19 (0.48) 

2

3 

1 

10.67 (0.42) 

1.27 (0.05) Standard 
1.0 (0.04) Special 1.8 (0.071)  

Slots (2) 
“e” wide, “f” deep 

1mm Radius 4 pl 

Directional arrow 
etched on substrate 

2.0 

0.38mm 17.7-24GHz 
0.25 mm 25-34GHz 
0.20mm 33-43GHz 

11.0 (0.43) 

4.8 (0.19)max Magnet Height 

2 

Slots (2) 
2.0 wide, 1.0 deep 

0.
00

 
a b 

4.67 (0.184) 
3.30 (0.13) 

1.53 (0.06) 
0.00 

Tolerance Table Metric (inch) 
(unless otherwise stated):  
Hole diameter +/- 0.1mm,  (+/- 0.004”) 
Dimensions (w*l*h) +/- 0.3 mm, (+/- 0.015”) 
Dimensions (Microstrip pad,  
+/- 0.1mm, (+/- 0.04”) 
Dimensions (hole position)  +/- 0.1mm, (+/- 0.04”) 
Machined surfaces 
Flatness 0.025/mm, (0.001/ inch) 
Bend radius 0.8mm,  (0.031” or 1/32”) 

DIMENSIONS TABLE 
 MS31 MS21 
 17.7-34G 34-43G 

a 0.65 0.0085 
b 1.50 1.00 
c 4.545 4.00 
d 5.395 4.915 
w 6.045 

(0.238) 
5.00 

(0.197) 
e 2.0 1.8 
f 1.5 1.0 
g 1.55 1.8 

 

Units: mm(Inch) 
Not to scale 
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Specifications 
Model 

 
 
 
 

Freq. 
 
 
 

GHz 

Insert 
Loss 
<dB 

 
P1-P2 

Insert 
Loss 
<dB 

P2-P3 
P3-P1 

Isol.
 
 
 

>dB 

Return 
loss  

 
 

>dB 

VSWR 
 
 
 

 

Power 
Fwd 

 
 

Watts 

Power 
Rev 

 
 

Watts 

Temperature 
 
 
 

C 

Code 
 
 
 
 

MS31 18.86-19.26 0.8  20 17.7 1.3:1 2 2 -40 to +70 p 

MS31 22-25 1.1 1.15 17 17.7 1.3:1 2 2 -40 to +70 p 

MS31 23-25 
0.8 
0.9 

 
20 
20 

17.7 
19.2 

1.25:1 
1.30:1 

10 1 
+25 

-30 to +60 
b 

MS31 24.5-26.5 
0.8 
0.9 

 
20 
18 

 
1.25:1 
1.30:1 

1 1 
-10 to +60 
-40 to +70 

b 

MS31 29.0-30.5 0.9  19 17.7 1.3:1 2 2 -40 to +70 p 
           

MS21 33-35 1.0  18 17.7 1.3:1 2 2 -40 to +70 p 
MS21 33.5-34.5 0.9  18 17.7 1.3:1 2 2 -40 to +70 e 
MS21 33.5-34.5 0.9  20 17.7 1.3:1 1 or 2 1 or 2 -10 to +50 b 
MS21 33.5-34.5 0.9  19 17.7 1.3:1 1 or 2 1 or 2 -10 to +85 b 
MS21 34-35 1.0  20 17.7 1.3:1 2 2 -30 to +70 p 
MS21 34-36 1.0  20 17.7 1.3:1 2 or 4 2 or 4 -30 to +70 b 

MS21 
34-36 

-55 to 85C 
1.0 

(1.3) 
1.1 

20 
(18) 

17.7 
(15.6) 

1.3 :1 
(1.4:1) 

1 1 
Room 

(-55 to 85) 
b 

MS21 34.35-34.65 
0.7 

(0.9) 
 

23 
(20) 

20.8 
(17.7) 

1.2:1 
(1.3:1) 

5 5 
Room 

(-30 to +70) 
b 

MS21 34.5-35.5 0.9  18 17.7 1.3:1 1 1 -30 to +70 e 

MS21 35.4-35.6 0.9  17 16.7 1.35:1 0.5 0.53 -30 to +70 e 

MS21 35.48-35.52 0.8  20 17.7 1.3:1 3 3 -30 to +70 b 

 


