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Waveguide Circulator, 12-18GHz, WR62 Package
30 Watts or 60 Watts Average, 1 Kilowatt Peak Power
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Units: mm
Not to scale WG Flange Interface
Material: Aluminum Alloy Hole Obtions-X
. . . p -
All mounting dimensions are the same on surfaces A, B and C. (per flange)
—1 4 o0ff 4-40 UNC 2B
Direction of RF: 0.177(4.32) deep
R Default > —2 4 Thru holes
L < 0.116/.110 dia +/-0.01;
-3 4 off M3 x 5-6H
Order Examples: RADC-12-18-WR62-60WR-1kW-Pk-1-b (5 pitch,6H thread class)
C=CIRCULATOR x 0.280"(7.1) deep
-4 4 off 6-32 UNC Thru
Specifications:
. n Average Peak Operating
Fregl:-lency InsdeBrtlon loss E;Iatl_on VSWR Power Power Temp Waveguide
z (T3] (min) | (max) Watts kiloWatts °C
0.4 20 1.25:1 room
12-18 0.5 18 1.30 :1 60 ! 130 to +60 WRe62
14-16 0.3 20 1.20:1 30 -30to +70 WR62
RADC-12-18-WR62-XWR-1kW-Pk-Family-b Specifications may be subject to change 06/22/17
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