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Order Examples: RADI-36.0-36.8-WR28-1WR-1 
 I=ISOLATOR / C=CIRCULATOR 
Specifications     Units 
Frequency 37.0-40 36.0-36.8 38.0-40.0 38.6-40.0 GHz 
% bandwith 8.1% 2.2% 5.3% 3.6%  

Insertion loss 0.30 
0.20 (typical) 
0.30 (max) 

0.30 (typical) 
0.35 (max) 

0.20 (typical) 
0.25 (max) 

dB 

Isolation 20 20 20 20 dB 
Return loss (VSWR) 17 (1.3:1) 17 (1.3:1) 19 (1.25:1) 17 (1.3:1)  
Rated forward & reverse power 0.5W 0.5W 1 (average) 0.5W Watt (average) 
Operating temperature -30 to 70 -30 to 70 -30 to 80 -30 to 70 C 
Humidity  95 (at 50C) 95 (at 50C) 95 (at 50C) 95 (at 50C) % 
Waveguite, Flange UG599/U UG599/U UG599/U UG599/U  
Vibration 1G    max (sine) 

Shock 25G    
Max as ETS-019-
1-4 

RF Leakage -60    dBc min 
 

Direction of RF: 
R Default ► 
L  ◄ 

Units: mm(Inch) 
Not to scale 

Flange Hole Options-X
-1   8 off 4-40 UNC 2B 
0.17”(4.32) deep 
-2  4 Thru holes  
  0.116/.110 dia  +/-0.01; 
(2.95+/-0.07mm) 
-3 M3X.5-6H 
(5 pitch,6H thread class) 

x 0.280”(7.1) deep 
 

-D: Fitted with two 0.063’ dia 
Stainless steel dowell pins fitted 

Not to scale 
Units: mm (inch) 
Tolerance:   
       XX ±0.01  
    XXX ±0.005 
Material: Aluminum 6061-T6 or 
equivalent. (Yellow alodyned)  
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WR28 
7.11 x 3.56mm ± 0.02 

(0.28 x 0.14) 


