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Order Examples: RANT-5.725-5.85-13dBi-Nf-12in Parabolic-t14 
Description: (Antenna, 5.725-5.85GHz, 14dBi Gain, N Female Connectors, 12 In. Dia. Parabolic) 
Opt   2.4-2.5GHz 

 

Specifications   Units 

Frequency 2.4-2.5 5.725-5.85 GHz 

Diameter 12 12 In. 

Gain, Middle 14.0 23.3 dBi 

Polarization Single Single  

Horizontal Beamwldth 28 11.8 deg 

Minimum Front Back Ratio 25 dB  

Return Loss 14 dB Watts 

XPD 17 dB  

Maximum VSWR 1.5:1  

Flange Type N Female  

Maximum Rated Wind Velocity 125  

Dimensions 12(H) x 12(W) in 

Weight 15 Lbs. 

Warranty 7 Years  

 

WiFi 
Parabolic Antenna 

2.4-2.5GHz  / 5.7-5.8GHz 
12/23dBi Parabolic, 12in. Antenna 

Features: 
 2.4-2.5 & 5.725-5.850 GHz 
 1' diameter parabolic antenna 
 14/23.3 dBi gain @ 2.4/5.725 GHz 
 Dual polarization.  
 Radome is included 
 N female connector 


