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Order Examples: RANT-Rx/Tx -C-Band-3.7m-z8 
Description: (Antenna Receive/Transmit, C-Band, 3.7Meter Diameter) 
Options: Ku-Band 

 
Electrical Specification  
Diameter  3.7M 

Operating Frequency,  
C-Band Ku-Band 

Receive Transmit Receive Transmit 
3.625~4.2 GHz 5.85~6.425 GHz 10.95~12.75 GHz 14.0~14.5 GHz 

Gain, Mid-band,  41.94 dBi 45.52 dBi 51.7 dBi 52.63 dBi 
Polarization  Linear/ Circular Linear 
XPD (on Axis),  35 dB 35 dB 35 dB 35 dB 
XPD across 1dB Beam Width,  33 dB 33 dB 33 dB 33 dB 
VSWR  1.25 :1 1.25 :1 1.25 :1 1.25 :1 
Antenna Noise Temperature, 2-port feed 
10° Elevation  
20° Elevation  
40° Elevation  

36°K 
30°K 
25°K  

50°K 
44°K 
38°K  

-3dB Beam Width  1.31° 0.87° 0.42° 0.38° 
Tx. Power Capability,  5 KW  2 KW 
Feed Interface  CPR-229G CPR-137G WR-75 WR-75 
Feed Insertion Loss,  0.2 dB 0.2 dB 0.25 dB 0.25 dB 
Isolation, Tx to Rx,  85 dB 
Radiation Pattern: First Side lobe  CCIR.580-4 
Mechanical Specification 
Azimuth  ±85° (Continuous)  
Elevation  0°~90°(Continuous)  
Finishes  
Reflector Surface  
Pedestal & Back Structure  

Aluminum panels with high-diffusing white paint 
 Hot dip Galvanized Zinc  

Surface Accuracy (RMS)  ≤ 0.35mm  
Environmental Specification 
Operational Wind  72km/h Gusting to 97km/h  
Survival Wind  216km/h  
Temperature  - 40°C~ + 60°C  
Relative Humidity  100%  
Solar Radiation  1135Kcal/ h/ m2  
Seismic (Survival)  0.3g (H), 0.15g (V)  
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Options for Motorized Antenna Systems 
 
Servo Interface Kit 
* Drive Motors for AZ, EL,Pol. 
* Limit Switches 
* Bracketry for Mounting Limit Switches and Transducers 
 
Antenna Control and Tracking System 
Antenna control unit (ACU) and Antenna Drive Unit (ADU) 
*ACU mode Capability 
Manual control, Command position, Satellite designation, Step 
track, Parameters setting, Safety mechanism, Local/Remote 
control function 
*Rack Mount Keyboard 
* Antenna Drive Unit 
Waterproof hot dip galvanized cabinet 
Resolver: Az, El.,Pol. 
Limit switch: Az, El, Pol. 
Interneral connecting cables: In length of 40M 
 
Frequency synthesized tracing receiver 
Automatic phase-lock loop (PLL) with quick-lock acquistion 
Sideband rejection 
 


