SATCOM
C Band LNA

C-Band Low Noise Amplifier,
3.4-4.2GHz, N female Connectors

RLNA-C-3.4-4.2-Nf-g11

Features:

Excellent gain flatness and gain stability
Low current consumption

High/Small Signal gain

Wide gain control range

Low noise figure

Available for all C-Band & Ku-Band Frequencies
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Specifications Units

Input Parameters

Frequency 3.4~4.2 | 45~48 GHz
Impedance Waveguide, CPR229 (with groove)

VSWR <=1.25:1 (with External Wave Guide Switch)

Output Parameters

Frequency 3.4 ~4.2 | 45~438 GHz
Impedance 50 (N type) Q

Return Loss (VSWR) <=2.0:1

Transfer Parameters

Noise Temperature 15/30 K Typ / K Max
Linear gain 48 /55 dB Min/ dB Max
40MHz flatness +0.2 dB Max

Gain stability vs time 0.2 dB per day Max
Gain Flatness Full band 1.5 dB Typ
Environmental

Operating Temperature -40 to +50 °C

Storage Temperature -10to +70 °C

Relative Humidity Up to 95 (Non-condensing) %

Mechanical

Dimensions 80.8W x 99.6D x 76H mm

Weight 0.8 kg

Power Supply

?23\'/’;)'08; Voltage +12 to +28 v

Current Drain 125/ 160 mA Typ/ mA Max

RLNA-C-3.4-4.2-Nf-g11

Specifications may be subject to change
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C-Band Low Noise Amplifier, 3.4-4.2GHz,
N female Connectors

RLNA-C-3.4-4.2-Nf-g11
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