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Order Examples: RLNA-Ka-17.7~21.2-WR42-Sf-50d-w17 
Description: (Low Noise Amplifier Ka Band (17.7-21.2GHz), WR42, SMA Female Connector 50dB Gain) 
Additional Options: (-Iso) Isolator to Improve VSWR. 

 
Parameter   Option  
 Input Frequency  17.7 ~ 21.2GHz   
 Output Frequency  17.7 ~ 21.2GHz  
 Input VSWR 2.2 :1 1.5 :1 W/G-Isolator 
 Output VSWR 2.2 :1 1.5 :1 Drop-Isolator 
 *Output 1 dB compression point  +15dBm  / +17dBm   
 Output third order intercept point  +25dBm   
 Input level with no permanent damage -20 dBm maximum CW  
 Gain  50dB ±3  
 Gain Flatness ±3.0dB @23'C   
 Noise Figure 2.2dB max. @23'C   
 In Connection  WR42   
 Out Connection  SMA   
 Operation Temp.  0 ~ +50degC.  
 Stabilization & Start up Time  5 Minute Max.   
 DC Power & Current  +12 ~ 24VDC 250mA  

 *Target 18dBm at 1 dB output 

 

 

 

SATCOM 
Ka Band LNA 

Low Noise Amplifier, Ka Band 
17.7-21.2 GHz.  
WR42, SMA female Connector 



RADITEK INC.  code-w17 

Low Noise Amplifier, Ka Band 17.7-21.2 GHz  
50 db Gain, WR42, SMA female Connector  
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Preliminary Drawing 

 
 


