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Order Examples: RLNA-Ku-10.70-12.75-Sf-n5 
 Description: (Low Noise Amplifier Ku(10.70-12.75GHz), SMA Female Connector) 
 

Specifications:  Units 
Frequency 10.70 - 12.75 GHz 
Noise figure  0.8 dB @ 23°C 
Input VSWR  2.0:1  
Output VSWR  2.0:1  
Output P1dB 8 dBm min 
Input Waveguide WR75  
DC Power MS3112E10-6P  
Gain  55 dB 
Gain flatness 4 dB p - p max 
Power requirements  +15 to +24  V 
Current drain  150 mA 
Temperature range -40 to +60 °C 
Dimensions  120 (L) x 60 (W) x 43 (H)  mm 
Weight 400 g 

 

SATCOM 
Ku Band LNA 

Low Noise Amplifier, Ku Band 
10.70-12.75 GHz, SMA female Connectors 
 



RADITEK INC.  code-n5 

Low Noise Amplifier, Ku Band 
10.96-12.75 GHz, SMA female Connectors 

RLNA-Ku-10.95-12.75-Sf-n5 

RLNA-Ku-10.70-12.75-Sf-n5 Specifications may be subject to change 12/02/14 
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A. 

Tel: (408) 266-7404 FAX: (408) 266-4483 
WEB: www.raditek.com E-mail: sales@raditek.com 

2 of 2 

 

 

Pin-Out 
Connector Signal name 

A Supply Voltage 
B GND 
C GND 
D NC 
E NC 
F NC 


