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Raditek’s range of Ku band BUCs (Block Up Converter) come in output powers from 4, 8, 12-50 watts in a single unit, 
permitting quick and straight forward Antenna mounting. Other models are available to 500W. 

Available in standard (14-14.5GHz) and extended (13.75 to 14.5GHz) bands, and is designed to interface directly to the antenna 
feed or OMT. 

The IF cable transports the L Band Signal,  10MHz External reference, and FSK signal (optional), M&C signal (optional) as well 
DC Power (24V). All these signals are multiplexed from the Modem to the BUC via the IFL cable. 

All models available with integral AC power supply or separate DC power supply. 
Guaranteed rated output power across the entire operating temperature range and frequency band. 
Low phase noise exceeds IESS308/309 requirements by a minimum of 10 dB. 
Embedded Web pages provide management for small networks using any Web browser. 
AGC or ALC circuits hold gain or output level constant. 
16 dB User-adjustable gain in 
0.1 dB steps preserves modem dynamic range. 
Advanced customer interfaces: 
• TCP/IP HTTP with embedded Web pages 
• SNMP 
• TELNET through TCP/IP 
• RS232/485 serial port 
• Hand-held terminal 
1+1 switching logic built into BUC eliminates expensive external controller. 

Order Examples: RBUC-L(950-1450M) to Ku(14.00-14.50)-Nf-ER10M-20W-1+1-t5 
 Description: (Block Up Converter, L Band(950-1450MHz) to Ku(14.00-14.50GHz), N-Type Female Connector, 

10MHz External Reference, 20 Watts, Redundancy 1+1) 
Additional Options: L(950-1700M) Ku(13.75-14.50) Output Power (See Table Below)  Redundant 1+1 

 

RADITEK can also supply: 
 LNB (PLL) 
 LNA 
 Advanced Modem family 

with IP/Ethernet and 
other options. 

SATCOM 
L-Ku Band BUC 

Block Up Converter L to Ku-Band 
N-Type Female Connector, 10MHz Ext Reference, 
4 to 50Watts Options, Redundant 1+1 Option 
Available 

Options include: 
 Bands:  

(Standard) 14.00-14.5GHz 
(Extended) 13.75-14.5GHz 

 L band interface: Type “N”  
 Output power options: 

4, 8, 12-50 Watts 
 Input power options: 

48VDC, 240VAC 

BUC offers significant benefits: 
• Low terminal cost 
• Simple design and installation 
• Superior RF performance 
• Simplified 1+1 configuration 
New interfaces connect you to the BUC’s extensive M&C facilities for network management or local 
access. This powerful new M&C enables: 
• Trouble-free commissioning with easy, point-and-click installation/configuration 
• Continuous verification of performance with alarm history 
• Simplified troubleshooting of terminal faults 
The BUC comes with a complete set of diagnostic tools including: 
• 10 MHz input detector 
• Input voltage and current monitoring 
• Transmit L-band input level detector 
• Transmit RF output level detector 
• Alarm history 
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Redundancy Kit Options 


