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Order Examples: RLNB-Ku-L-M1-Ff-u19 
Description: (Low Noise Block Converter, Ku (10.70-12.75GHz), L Band 950~2150MHz, (Single F Connector) Output) 

Additional Option: M2: Dual F type female 

 

SPECIFICATIONS:  M1 M2 Units 
Input Frequency 10.70~12.75 10.70~12.75 GHz 
Output Frequency 950~2150 950~2150 MHz 
LO Frequency: 9.75/10.6 (±1MHz) 9.75/10.6 (±1MHz) GHz 

LO  Phase Noise 
-70dBc/Hz@1KHz 
-90dBc/Hz@10KHz 

-105dBc/Hz@100KHz 

-70dBc/Hz@1KHz 
-90dBc/Hz@10KHz 

-105dBc/Hz@100KHz 
dBc/Hz 

Conversion Gain 60 60 dB(Typ.) 
Gain Flatness ±0.5dB/36MHz ±0.5dB/36MHz  
Noise Figure 0.5dB 0.3dB  
Input/ Output VSWR 2.5:1 2.5:1  
Local leakage input -45 -45 dBm 
Image reject 50 50 dB 
Cross Pol. Isolation: 23 23 dB min 
Output power: (at 1dB gain compression) +5 +5 dB(Min.) 
DC Supply Voltage 11-14.5V(V), 15.5-22V(H) 11-14.5V(V), 15.5-22V(H)  
Supply Current 130mA (MAX) 200mA (MAX)  
Operating Temperature: -40~ +70 -40~ +70 °C 
Relative Humidity 0-95% 0-95% % 

Switching 
Low Band 0 0 KHz 
High Band 22 ±4KHz 22 ±4KHz KHz 

Output connector: Single F type female Dual F type female  
Output Impedance  75Ω 75Ω Ohm 

 
 

SATCOM 
Ku Band LNB  

Low Noise Block Converter 
Ku Band 10.70-12.75GHz to  
L Band 950~2150MHz. 
Single or dual F female Connector Optional 


