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The Raditek general purpose RSTB-1101 is a multi-function set top box that can be configured in the factory to a wide 
range of different options. It includes 3 controls on the front panel and a 40 function, infrared remote control. It is 
compatible with C, and Ku band LNBs etc. Typical specifications include: 
 

 Can store up to 4000 TV and radio channels 
 Multi-lingual programming: Arabic, German, English, French, Italian, Polish, Russian, Spanish, Turkish, etc 
 High sensitivity, low Eb/No tuner 
 OPSK demodulation with symbol rates from 2-45Ms/s 
 Compatible IF for use with both C and Ku band satellite LNBs. 
 Software can be updated via RS-232 direct from PC , on line etc 
 Automatic set up//plug and play 
 Automatic search 
 Blindscan 
 Built in graphics 
 PAL/NTSC 
 Teletext capable  
 2-16 Zoom 
 Parental control 
 8 favorite program listing 
 8 event timer 
 Events memory for birthdays, holidays etc 
 3 games (built in) Tetris, Snake, Othello 
 SCART (Europe), S-VHS, RGB etc 
 Stereo audio output and composite video (CVBS) 
 Loudness and mute control 
 1 x RS-232C 
 LNB in (Type F connector) 
 LNB out (loop through) bias 12/18V to 500mA 
 MPEG-2 and DVB compatible 
 200MIP processor 
 84MB RAM /16MB flash memory 
 2 function LED indicator on front panel 
 USALS (universal satellite location) and 1.2 positioner 
 Power 20W 
 Size: 220 x 40 x 150 mm 
 Weight: 800g Remote control: 80g 

 

SET TOP BOX for Satellite 
C Band and Ku Band 
RSTB-1101-e8 

SATCOM 
Ku and C Band 


