RAITEK

Telecom

P2P Antenna

High Performance Antenna
For Point to Point (P2P) Radio
12.70-13.25GHz, 0.3 Meters up to 2.4 Meters

Features

@ RoOHS

74 COMPLIANT

e High Performance antennas minimize interference as they have more

stringent radiation side lobe and front-to-back suppressio™ -

* RF connector: WR75 UG-Cover with Groove Flange

e Our industry leading 7-year warranty

included with the antenna

e Radom is included

« Single (HP) and Dual (HPD) polarization are available

e Lightweight and rugged design

« Easily installed with our superior mounting system

RADITEK -

Order Example: RANT-P2P-12.7-13.25G-0.6M-36d-w5

Description: (Point to Point antenna, 12.70-13.25GHz) 0.6Meter Diameter, 36dBi typical gain)

_ Frequency _ _ X Cross- Frtc:)nt R. Loss dB _
Model Diameter GHz Gain (dBi) 3dB BW Pol. Back (VSWR), Weight
isolation Rati Max
atio

ft. (m) Low Mid High dB dB
HPOLP-1 | 1(0.3) | 12.7-1325 | 295 | 29.6 | 29.7 490 30 52 1.37:1(16.1) 17 Ibs. (7.7kg)
HPO-2 2(0.6) | 12.7-1325 | 358 | 35.9 | 36.1 2.8° 30 62 1.37:1(16.1) | 27 Ibs. (12.3 kg)
HPOD-2 2(06) | 12.7-1325 | 35.0 | 35.1 | 353 2.8° 30 62 1.37:1(16.1) | 27 Ibs. (12.3 kg)
HPO-3 3(0.9) | 12.7-1325 | 386 | 38.7 | 389 21° 30 66 1.37:1(16.1) | 50 Ibs. (22.7 kg)
HPOD-3 3(0.9) | 12.7-13.25 | 38.4 | 385 | 387 2.1° 30 66 1.37:1(16.1) | 50 Ibs. (22.7 kg)
HPO-4 4(1.2) [ 1271325 | 41.8 | 419 | 42.0 1.4° 30 70 1.37:1(16.1) | 85 Ibs. (38.3 kg)
HPOD-4 4 (1.2) 12.7-13.25 | 409 | 41.0 | 41.2 14° 30 70 1.37:1(16.1) | 85 Ibs. (38.3 kg)
HPO-6 6 (1.8) 12.7-13.25 44.3 44.4 44.6 09° 30 70 1.37:1(16.1) 251 Ibs. (113.0kg)
HPOD-6 6 (1.8) 12.7-13.25 44.1 44.2 44 .4 09° 30 70 1.37:1(16.1) | 251 Ibs. (113.0 kg)
HPO-8 8 (2.4) 12.7-13.25 47.2 47.3 47.5 0.7° 30 71 1.37:1(16.1) | 424 Ibs. (194.5 kg)
HPOD-8 8 (2.4) 12.7-13.25 47.0 47.1 47.3 0.7° 30 71 1.37:1(16.1) | 424 Ibs. (194.5 kqg)

Note: Flex Twist jumpers and Side Struts available

RANT-P2P-12.7-13.25G-0.3-2.4m-Generic-w5

Specifications may be subject to change
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