TV Broadcast Band Exciter/Amplifier ﬁﬁrﬂﬂﬁ

470-860MHz: 1KW
Other options 30W, 40w, 50W, 100W, 250W, 300W, 500w, 700W, 2kw

TV Tx/Exciter
300W./500W Power

The RTXE-470-860M-500W-TV-R-t15 is RADITEK’s 2 stage Transmitter (5RU high) with a TV exciter in a
(2RU high), 19 inch rack mount:

e Full color touch screen display e Pre-corrected 8VSB

e Internal, 8 cavity band pass, MASK filter » Designed for adjacent operation

e Internal RF isolator * Dual CAST PAL/DVBT-2 transmitter
* Smart phone control * 2 Year Warranty

Order Examples

300W single: RTXE-470-860M-300W-TV-R-t15

Transmitter: SSPA (5RU) with Exciter (2RU), 470-860MHz, 300W, 19” Rack mount.

500W single: RTXE-470-860M-500W-TV-R-t15

Transmitter: SSPA (5RU) with Exciter (2RU), 470-860 MHz, 500W, N female or EIA 7/8 inch Female connector (other options
available) 19" Rack mount.

All models will operate over 180-264V single phase AC (47-63 HZ)

Frequency Range UHF 470 - 860 MHz Input Power Level: 0dBm (modulated RF) from Exciter
Power Level Adjustable 10 — 100% BER: >38dB typical
Signal and Noise: MER >36 dB S/N >40dB typical

Nominal Output Power (8VSB) : UHF (30W, 40W, 50W, 100W, 250W, 500W,

Frequency Range: UHF 470 - 860 MHz 700W, 1kW, 2kW)

Power Level Adjustable 10 — 100% Phase jitter: >104dB

Signal and Noise MER >36 dB Shoulders: > 50dB, ATSC mode compliant to ATSC A53/B
Exciter input: ASI, IP Output: Type N or 7/16 DIN female

Power Level :Adjustable 10 — 100% AC POWER: 180-264Vc at 47-63 Hertz Full Power
Operating temperature: 0-+45°C Humidity: 90%, non condensing

Minimal (19 inch) Rack space Amplifier: 5RU high Exciter/modulator: 2RU high

Contains 8 cavity Digital Mask filters analog transmit and digital transmit ( Digital) 300 or 500 (Analog) 500 or 1000
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TV Broadcast Band Exciter/Amplifier, 470-860MHz:. 1KW
Other options 30W, 40w, 50w, 100W, 250W, 300W, 500w, 700W, 2kw

DB25 Remote Port Control: RF carrier on/off, RF power up/down, reset
Monitor: Forward/reflected RF level, control PCB Vcc
Flags: Overdrive, VSWR (adjustable trip point), high temperature
Ethernet Control: RF carrier on/off, RF power up/down, AGC/manual mode, change VSWR trip point, reset
Monitor: Forward/reflected RF level, pallet voltage, RF input level, temperature, VSWR trip
point, model/serial number
Flags: Carrier on/off, overdrive, pallet voltage, VSWR, RF input, temperature, AGC / manual
SNMP Control: RF carrier on/off, RF power up/down, AGC/manual mode, change VSWR trip point, reset
Monitor: Forward/reflected RF level, DC pallet voltage, RF input level, temperature, pallet

current, attenuation, run time, RF fault, model/serial number
Flags: Overdrive, VSWR, temperature, SNMP error
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