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Waveguide to Coaxial Adaptor, 26.5-40.0GHz,
UG-599/U, UBR320 or Grooved Flange, WR28, K (2.92mm) Female Connectors

- —— —

Order Examples: RADAPT-26.5-40.0-WR28-(UG-599/U)-Kf-e5
Description: (Waveguide to Coaxial Adaptor, 26.5-40.0GHz, WR28 Package, UG-599/U Flange, K(2.92mm) Female

Connectors)
Specifications Units
Operating Frequency 26.5-40.0 26.5-40.0 GHz
Max. VSWR 1.2:1 1.2:1
Waveguide Type WR28 WR28
Waveguide Flange UG-599/U Grooved
Flange Material Brass Brass
Coaxial Connector K (2.92mm) female | K (2.92mm) female
Inside Finish Rust Free Rust Free
Outside finish Blue Paint Blue Paint
Specifications Units
Operating Frequency 26.5-40.0 GHz
Max. VSWR 1.2 1
Waveguide Type WR28
Waveguide Flange UBR 320
Coaxial Connector K (2.92mm) female
Material Brass
Finish Silver Plated
Paint Blue
RADAPT-26.5-40.0-WR28-x Flange-Kf-e5 Specifications may be subject to change 03/06/17
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