ﬁRDHS

COMPLIANT

RADITEK ..

Waveguide to Coaxial Adaptor, 50-65 GHz
WR15 Package, UG-385/U Flange, V-type Female Connectors

COAXIAL CONNECTOR

0.80

WR-15 WAVEGUIDE
WIUG385/U FLANGE

Units: Inch 105
Not to scale

Order Examples: RADAPT-50-65-WR15-UG-385U-V{-f3
Description: (Adapter, 50-65 GHz, WR15 Package, UG-385/U Flange, V Female Connectors

SpeC|f|cat|on Ll Tolerance Table Metric (inch)
Frequency Range 50-65 GHz (unless otherwise stated):
Insertion Loss 0.5 dB (max) Hole diameter +/- 0.1mm, (+/- 0.004")
. Dimensions (w**h) +/- 0.3 mm, (+/- 0.015")
Return Loss 16.0 dB (mm) Dimensions (Coax Connector position ) +/-
VSWR 1.4:1 0.3mm, (+/- 0.012")
Waveguide Size WR15 Dimensions (hole position) +/- 0.1mm, (+/- 0.04")
Machined surfaces
Coax Connector V(Female) Flatness 0.025/mm, (0.001/ inch)
|:|ange Type UG-385/U Watt (max) Bend radius 0.8mm, (0.031” or 1/32")
RADAPT-50-65-WR15-UG-385-U-Vf-f3 Specifications may be subject to change 11/23/19
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