RADITEK .. GENE:

Waveguide Adapter, 6.5-18.0 GHz, WRD650 D28
TNC Female Connectors, Slim Flange with gasket, 200 Watts CW
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1-STRONTIUM CHROMATE EPOXY PRIMER
2 COATS, 30-40 um
2-EPOXY POLYAMIDE COATING: 2 COATS
30-50 um
3—POLYURETHANE RE—COATTAIL FINISH:
2 COATS, 30-50 um
4—PAINT COLOUR SHALL BE GRAY,
COLOUR NUMBER 26176 PER FED STD 585A.
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Order Examples: RADAPT--6.5-18.0-WRD650-D28-TNCf-200W-CW-04
Description: (Waveguide Adapter, 6.5-18.0GHz, WRD650-D28 package, TNC female connector, 200 Watts CW)

Specifications Units
Frequency 6.5-18.0 GHz

Insertion Loss 0.2 dB (max)
VSWR 1.25:1

Waveguide size WRD-650D28 dB (max)
Power rating 2 “(max) Length
Connectors TNC Female

Flange Slim flange with gasket

Phase matching 4 °
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Waveguide Adapter, 6.5-18.0 GHz, WRD650 D28

TNC Female Connectors, Slim Flange with gasket, 200 Watts CW

B4 Connector Option
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Aew down holes for grounding

Alternative connector option (B4), so unit can be used as a "drop in."
Note the screw down holes must clamp the grounding surfaces together.
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