RADITEK .. Ga

Waveguide Amplifiers, 92-96GHz, Full Band,
15dB Gain, WR10 Package, 12Volts, 18dBm Psat
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Order Examples: RAMP-92-96-15d-WR10-SB-12V-18dBm-d11
Description: (Amplifier, 92-96GHz, 15dB Gain, Waveguide WR10 Package, Single Bias, 12Volts, 18dBmPsat)

Specifications Units
Frequency 92-96 GHz
Gain 15 dB typ
Gain Flatness +1.5 dB max
Input Return loss -6.02 dB max
Output Return loss -6.02

Psat +18 typ dBm
Supply Voltage +12 +5% VDC
Supply Current 600 mA typ
Operating Temp. +25 °C
Input RF Connector WR10

Output RF Connector WR10

Bias PIN Configuration Single Bias

Dimension A=1.5", B=0.9" Inche

Note: 1) Unless Otherwise Stated, Data Taken at 25 Deg C
2) Two Year Warranty
3) The input device is rated for +0 dBm max, do not over drive

RAMP-92-96-15d-WR10-SB-12V-18dBm-d11 Specifications may be subject to change 05/18/18
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A.
Tel: (408) 266-7404 FAX: (408) 266-4483
WEB: www.raditek.com E-mail: sales@raditek.com

1of1l



