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Order Examples: RFSWG-2.6-3.95-WR284-10KW-36in-a8 
 Description: (Flexible Seamless Waveguide, 2.6-3.95GHz, WR284 package, 10KW Average, 7MW Peak Power, 36 

inches long) 
 

Specifications  Unit 
Waveguide Size  WR 284  
Waveguide Internal 2.84 x 1.34 Inch 
Frequency  2.6-3.95 GHz 
Test Frequency for Ayyenuation 3.15  
Insertion loss 0.03 dB/FT 
VSWR (CPR or 
cover Flange)  

<36” 1.04 :1  
>36” 1.07 :1  

VSWR (Flange or 
choke Flange) 

<36” 1.07 :1  
>36” 1.10 :1  

Power rating 10 kW CW max 
Static Bending rate   
Bend Radius(Static H-plane) 7 inches 
Bend Radius (Static E-plane) 14 inches 
Bend Radius (Repeated H-plane) 28 inches 
Bend Radius (Repeated E-plane) 56 inches 
Twisting Rating   
Static tolerance ±32deg/FT º/Feet 
Repeated Twist ±8deg/FT º/Feet 
Length Non Twist ±1/8’/FT Inch/Feet 
Pressure 40 PSIG 
Humidity 10% to 90%  

Non-twistable The non-twistable cores are also silver clad and are locked by solder wire which is then melted to form a continuous fillet 
running the entire length of the seam. Non-twistable cores can be pressurized without an outer jacket. 


