RADITEK ..

ﬁRDHS

COMPLIANT
code-b13

Flexible Waveguide, 73.8-112.0 GHz
WR10 Package, UG-387/U Flange, Custom Length

WR10

UG-387/U Modified (MIL-DTL-3922/67C-010)

Holes C................ 4 x 4-40 UNC-2B

Holes D................2 X 1.65 dia

HolesE................ 2 x dowels 1.549/
1.562 diax 4
projection

All Holes on 14.29 PCD

A, 19.05

Order Examples: RFWG-73.8-112.0-WR10-UG387U-100mm-b13
Description: (Flexible Waveguide, 73.8-112.0GHz, WR10 package, UG-387/U Flange, 100mm length)

Specifications

Frequency band

73.8GHz to 112GHz

VSWR 1.23:1 max
Flange (port 1) UG-387/U
Flange (port 2) UG-387/U
Waveguide type Semi-rigid
External Finish Polyethylene
Interface Finish Gold Plated
Internal bend radius -static 40mm min

Flex-Life

3 times 90 deg (H & E-Plane) min

Operating ambient temperature

-30°C to 70°C

Overall Length

100mm / 250mm

RFWG-73.8-112.0-WR10-UG387U-xmm-Family-b13

Specifications may be subject to change 11/21/19
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