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Waveguide Termination, 5.815-7.235GHz, Split Bands
WR137 package, 6 Kilowatts CW
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Order Examples: RTERM-5.85-7.025-WR137-6kW CW-04
Description: (Waveguide Termination, 5.85-7.025GHz, WR137 package, 6 Kilowatts CW)
Specifications: VSWR Power . .
Frequency GHz Kilo Watts CW PR TRe Pele Air Cooling
5.815-6.735 1.2:1 6 CPR-137F 5 Air Cooled
5.85-6.5 1.1:1 6 CPR-137F N/A Air Cooled
5.85-6.5 1.1:1 6 CPR-137G N/A Air Cooled
5.85-7.025 1.15:1 6 CPR-137F 5 Air Cooled
7.025-7.075 1.1:1 6 CPR-137G 5 Air Cooled
7.145-7.235 1.12:1 6 CPR-137G Air Cooled
7.145-7.235 1.12:1 6 CPR-137F 5 Air Cooled
RTERM-5.815-7.235-WR137-6kW-CW-Family-o4 Specifications may be subject to change 02/24/17

WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A.

Tel: (408) 266-7404

WEB: www.raditek.com

lof1l

FAX: (408) 266-4483

E-mail: sales@raditek.com



