
RADITEK INC.  code-a21 

Waveguide Bend, 8.2-12.5 GHz, WR90 Package 
FBP100 Flange, 90° Bend Angle, E Plane  

RWB-8.2-12.5-WR90-FBP100-90deg-E-a21 Specifications may be subject to change 03/01/17 
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A. 

Tel: (408) 266-7404 FAX: (408) 266-4483 
WEB: www.raditek.com E-mail: sales@raditek.com 

1 of 1 

  
 

Order Examples: RWB-8.2-12.5-WR90-FBP100-90°-E-a21 
 Description: (Waveguide Bend, 8.2-12.5 GHz, WR90 Package, FBP100 Flange, 90° Bend Angle, E Plane) 

 
 

Mechanical Specifications  
Waveguide type  Rectangular Waveguide WR-90 
Flange type  FBP100 (Cover) 
Connector type SMA Female 
Material  Copper 
Inside finish  Silver plating 
Outside finish  Corrosion protected with black paint 
Dimensions A=40mm, B=40mm, R=20mm 
Electrical Specifications  
Frequency Range  8.2-12.5GHz 
VSWR (Max) 1.10:1 
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