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Waveguide Band Pass Filter, 14.0-14.5GHz
WR75 Package, HD-FBP120 Flange, O-Ring
4-p4} 4-p43l
90500 /J 9054003 :
& | A A i (i
% ' | | R % .
=
Trbaer@n Ll ST T L. J E
i | ! 5
i :
FaS | L
P | < "
& L)
83/ ee,é;a . o 4w/ | s
80 3
|
Il !
7 0 R | N R |
i | _!
|
il |
\ / - Units: mm o
\‘// Not to scale
_ﬁ(s&.s #as
Order Examples: RWBPF-14.0-14.5-WR75-HD-FBP120-O-Ring-k7
Description: (Waveguide Band Pass Filter, 14.0-14.5 GHz, WR75 Package, HD-FBP120 Flange, O-Ring)
Electrical Specifications Units
Frequency Range 14.0-14.5 GHz
Return Loss 20 dB min
Insertion Loss 0.5 dB min
Pass band ripple 0.3 dB max
Attenuation 60 @12.25 to 12.75GHz dBc min
20 @14.8 to 15.4GHz
Waveguide Type Rectangular WaveguideWR-75
Flange Type HD-FBP120
Basis Material Alloyed Cuprum
Surface Color Black Anodize
Temperature Range -40 to +70 (water proof) °C
Dimensions 80x 38x 38 mm
Application Outdoor
Attachment O-ring 1 piece
RWBPF-14.0-14.5-WR75-HD-FBP120-0O-Ring-k7 Specifications may be subject to change 02/28/17
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