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Waveguide Section L Band, 1.12-1.70 GHz
WR650 package, 300mm length
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Order Examples: RWG-1.12-1.70-WR650-300mm-h13

Description: (Waveguide Section,, L Band, 1.12-1.70 GHz, WR650 package, 300mm Length, Custom made to

customers specs)

MATERIAL: BRASS, NON TWISTABLE

FLEX MATERIAL FINISH: SILVER PLATE, THK 0.0006 MINIMUM
CONSTRUCTION: SILVER BRAZED NULLED SEAM OFF-CENTERED ON THE BROADWALL
FLANGES: WR650G (GROOVED), BRASS PER MIL-417 B/U
FLANGE FACE FINISH: NICKEL PLATE, THK 0.0004 MINIMUM
FREQUENCY: 1.12 - 1.70 GHz

POWER: 6 MW PEAK

VSWR: 1.10:1 MAXIMUM

INSERTION LOSS: 0.035 dB MAXIMUM

PRESSURE SPEC: 3 PSIG

TOPCOAT: BLACK URETHANE

LENGTH: 300mm (11.81")

RWG-1.12-1.70-WR650-300mm-h13 Specifications may be subject to change
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Waveguide Section L Band, 1.12-1.70 GHz
WR650 package, 300mm length

Requirements 1

1. Nechanioa) *
1.1, Material @
tubing t non-twistable copper-brass alloy.
Jjuoket s SEE TABLE
flanges + UG 317 0/6 (bno-)A
1.2. pressure : 3 PSIG max.
1.3, weight '
2. Pinjehing *
2.1. flanges t nickelplated - thickmess .0004" min.

2.2. wabing inside

silverplated - thiockness .0006" min.

3. Zhektrisel :
frequency t 1.12 = 1.70 kMc/a
V.S.W.0h. t 1.10 max.
attenuation 1t 0.035 4B wax.
max power handling cap 1t 6 M watts
waveguide sise 1 WR 650
]

Note item must be able to compress and/or to elomgete by 1 7, of L’
#ithout deteriora¢tion of the elektriocal requiresents

4. Marking ¢ (tor alignment only)
Part shall be permanently and legibly marked with drawing number and manufacturer name.

5. JAvirenseatsl :

5.1. temperature
working conditions ' -m:c to + 100°C
storage conditions t =55°C t0 +85°C
5.2, Yim it n

The equipment is to be examined visually, and any dammges or fault noted.

These may inolude defects in oconstruction, the preseace of foreign bodies, moisturs,
dust, et0., corrosion of metals and any form of deteriorstion of materials aad finishes,
distortion or mechanioal imperfection.

5.3. Meistyre resistange
The treatmeat of the outer surfases of specimen should not be damaged by moisturey
osous, UV., salt spray and funnel guses (acid).

Note 1 This requirement is not applioadble to the inner surfaces of the specimen.
They bave to be in connection with a source of dried air.
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