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Waveguide Switch, 1.7-2.6 GHz
WR430 Package, CPR430G Flange, 5 Kilowatts Average Power

r~ MANUAL OVERRIDE &

Units: Inches

TOLERANCES:
DECIMALS

2 PLACES: +/- .03

3 PLACES: +/- .010
FRACTIONS: +/-1/32

ANGLES: +/- 1/2 deg. deg.

NOTES:

1. * MANUAL SWITCH DOES NOT
INCLUDE RECEPTACLE.
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STD. ELECTRICAL CKT.
Shown in Position 1

Order Examples:
Description:

RWS-1.7-2.6-WR430-CPR430G-5kW-Avg-ul8
(Waveguide Switch, 1.7-2.6 GHz, WR430 Package, CPR430G Flange, 5 Kilowatts Average Power)

Specifications

Operating Frequency 1.7-2.6 GHz
Maximum Insertion Loss 0.01 dB

Maximum VSWR 1.05:1

Minimum Isolation 80 dB

Switching time 0.5 Sec, typ.

Drive @ 28V 3 AMPS

Drive @ 117VAC 1.5 AMPS
Pressure to 30 PSIG (R-F Head)
Finish Iridite and satin black enamel

Power handling capability

5 KW (Average)

Waveguide size

WR430

RWS-1.7-2.6-WR430-CPR430G-5kW-Avg-ul8

Specifications may be subject to change
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