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Order Examples: RWS-2.60-3.95-WR284-CPRF284-25kW-Avg-6.5MW-Pk-u18 
Description: (Waveguide Switch, 2.60-3.95 GHz, WR284 Package, CPRF284 Flange, 25 Kilowatts Average, 6.5 Megawatts Peak) 
 

 

Specifications  Standard
Waveguide  WR-284
Frequency range  2.60 – 3.95 GHz 
VSWR  1.05:1 (max.) 
Insertion loss  0.01dB (max.) 
Switching time  200 mSec (typ.) 
Life  100, 000 operations (min.) 
Isolation 80 dB (min.) 
Peak Power  ≥6.5 MW 
Average Power  ≥25kW  
Material  Aluminum Alloy 
Finish  Chem Film & flat black enamel (except flange faces) 
Flange CPRF284 
Pressure  To 30 PSIG (RF Head Only) 
Switch configuration  Single Pole Double Throw (SPDT) 
Actuator Motorized as well as manual  
Indication  NO/ NC contact  
Motor Operating Voltage  230 V AC ±10%, 50Hz or 60Hz 

 

Units: Inches
  
TOLERANCES: 
DECIMALS 
2 PLACES: +/- .03 
3 PLACES: +/- .010 
FRACTIONS: +/-1/64 
ANGLES: +/- 1/2 deg. 


