
RADITEK INC.  code-u18 

Waveguide Switch, 2.846-2.866 GHz 
WR284 Package, CPRF284 Flange 

25 Kilowatts Average, 6 Megawatts Peak Power 

RWS-2.846-2.866-WR284-CPRF284-M-xV-25kW-6MW-Pk-u18 Specifications may be subject to change 02/01/22 
WORLD HQ: 1702L Meridian Ave. Suite 127, San Jose, Ca 95125, U.S.A. 

Tel: (408) 266-7404 FAX: (408) 266-4483 
WEB: www.raditek.com E-mail: sales@raditek.com 

1 of 1 

 

Order Examples: RWS-2.846-2.866-WR284-CPRF284-M-28V-25kW-6MW Pk-u18 
Description: (Waveguide Switch, 2.846-2.866 GHz, WR284 package, CPRF284 Flange, 28Volts, 25 kilowatts Average, 6 Megawatts Peak) 
 

 

Specifications  
Waveguide WR-284
Center frequency 2.856 GHz 
VSWR 1.08:1 (max) 
Insertion loss 0.1 dB (max) 
Switching time 200 mSec (typ) 
Life  100, 000 operations (min) 
Isolation 80 dB (min) 
Peak Power ≥6MW 
Average Power ≥25kW  
Material Aluminum Alloy 
Finish Iridite & flat black enamel (except flange faces) 
Flange CPRF284 
Pressure 30 PSIG SF6 
Switch configuration Single Pole Double Throw (SPDT) 
Actuator Motorised 
Indication  NO/ NC contact 
Motor Operating Voltage (Optional) 230 VAC ±10%, 50Hz 

 

Voltage Amp Code 
+22 to +32 2  

Units: Inches
Tolerances at Decimals: 
2 Places: +/- .03 
3 Places: +/- .010 
Fractions: +/-1/64 
Angles: +/- 1/2 deg. 


