RADITEK ..

ﬁROHS

COMPLIANT

code-ul8

Waveguide Switch, 26.5-40.0GHz
WR28 Package, Family

PORT 4 —
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MANUAL OVERRIDE &
RF PATH INDICATOR.

I~ PORT 2

CONNECTOR, SIMILAR TO
PORT 3 MS3112E10-6P.

MATES WITH

MS3116F10-65.

Units: Inches

TOLERANCES:
DECIMALS

2 PLACES: +/- .03

3 PLACES: +/-.010
FRACTIONS: +/-1/64
ANGLES: +/- 1/2 deg.
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LATCHING CKT.

1! OPTION

METRIC THREAD

CODE| 7 oPTION

TA | STD TTL CKT
(10-67 CONN) [SEE
SCHEMATIC PAGE]

STANDARD ELECTRICAL
CIRCUIT REQUIRES

SPECIFICATIONS: VOLTAGE AMPS | CODE
FREQ RANGE —— 26.5 TO 40.0 GHz 222 103 T o091 a | PART NO. SELECTION
VSMR —— 1.15 : 1 MAX, 1.10 : 1 TYP 22710-32 o9 ®
ISOLATION 55 db MIN 21070 <14 | 1.5 1 c | [Co0E| Fuavee | [Cone
INSERTION LOSS — 0.15 db MAX -J0T0 -3¢ | 1,5] 0 P | PLAIN "
SWITCHING TIME — 50 mSec +44 10 +54 | 0.5 | € C | CHOKE
PRESSURE 10 30 PSIG (RF HEAD ONLY) 48 70 -54 | 0.5 | F 0 | 0-RING
LIFE ——————— 200,000 OPERATIONS, MIN 117VAC 0.5 | H R | RouND
FINISH —————— CHEM FILM O FLANGES, SATIN
BLACK ON REST OF BODY. MANUAL ** B
NOTES 1 I
1. ** MANUAL SWITCH DOES NOT INCLUDE RECEPTACLE. RWS - 26.5-40.0- v Lal
2. BLUE BOXES ARE REQUIRED FIELDS.
3. 11 IF OPTION IS .\g: REQUIRED, LEAYE (GOLD BOX) BLANK PART M0, | ¥ SPOT 44 | 1
4. #4 SINGLE POLE DOUBLE THROW (SPOT) OPTION ADODS SERIES | COOE '

A SHORTING FLATE ON PORT &,

NO CODE DESIGNATION.

OPTION | COOE PART NO. EX.: RWS-265400-VAP-u18

SEE NOTE 4

WR28 LATCHING WG SWITCH, +28vDC,

PLAIN (SQUARE) FLANGE

Order Examples: RWS-26.5-40.0-WR28-VAP-u18
Description: (Waveguide Switch, 26.5-40.0 GHz, WR28 Package, Voltage +22 to +3, 0.9 Amps, Plain Flange)

RWS-26.5-40.0-WR28-Vxx-Family-ul8
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