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Order Examples: RWS-3.70-4.20-28V-WR229-Nf-u18 
 Description: (Waveguide Switch, 3.70-4.20GHz, 28 volts, WR229 Package, CPRF Flange, N female connector, Mating connector  

included) 
 

 

Specifications  Waveguide Coax N 
Frequency range  3.70 – 4.20 GHz 3.70 – 4.20 GHz 
VSWR  1.05:1 (max) 1.25:1 (max) 
Insertion loss  0.02dB (max) 0.25dB (max) 
Isolation 80 dB (min) 60 dB (min) 
Switching time  100 mSec (typ) 
Pressure  15 PSIG (RF Head Only) 
Waveguide  WR-229 CPRF Flange
Material  Aluminum 
Finish  Iridite for flange & Satin black enamel for the rest of body 
Life  100, 000 operations (min.) 

Notes :1 .Manual switch does not include receptacle. 

Units: Inches 
  
Tolerances: 
At Decimals 
2 Places: +/- .03 
3 Places: +/- .010 
Fractions: +/-1/32 
Angles: +/- 1/2 deg. 
 

Voltage Amp Code 
+22 to +32 2  
-22  to -32 2  
+10 to +14 2  
-10 to -14 2  
+44 to +54 1  
-44 to -54 1  
117 Vac 0.5  
235 Vac 0.5  
Manual - M 


