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Order Examples: RWS-DPDT-L-10-15-WR75-UBR120-60d-3kW-u18 
 Description: (Waveguide Switch, DPDT, Latching Type, 10-15 GHz, WR75 Package, UBR120 Flange,  

60dB Isolation, 3 Kilowatts Average Power) 
Option:  80d (80dB Isolation) 

Specifications:  Units 
Frequency Range 10-15  GHz 

VSWR 
1.08:1  
1.05:1  

(max.) 
(typ.) 

Insertion Loss 0.02  dB (max.) 
Isolation 60 80  dB (min.) 
Switching time  50 mSec (typ.) 
Life  100,000  cycles (min.)
Voltage  +22 to +32V (amps 0.9)  
Pressure  to 30  PSIG 
Finish  Iridite on flanges, satin black finish on rest of body  
Waveguide size  WR75  
Flange  UBR120 (plain)  
Power rating  3 kW (average)
Operating Temperature  -40 to +85 °C 
Driver Mechanism Latching type  

Note:  Manual switch does not include receptacle  

Units: Inches 
 
TOLERANCES: 
DECIMALS 
2 PLACES: +/- .03 
3 PLACES: +/- .010 
FRACTIONS: +/-1/64 
ANGLES: +/- 1/2 deg. 


