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Code-u18
Waveguide Switch SPDT, 12.4-18.0 GHz
WR62, Flange Option, x Volts option (Preliminary)
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Order Examples: RWS-SPDT-12.4-18.0-WR62-P-12V-TTL-u18

Description: (Waveguide Switch, Single Pole Double Throw, 12.4-18.0GHz, WR62, Flat Plain Flange, 12Volts TTL drive Control)
Additional option: Manual - / TTL option Included (see next page)

Specifications

Frequency 12.4 - 18.0GHz
VSWR 1.10:1 max 1.08(Typ)
Insertion Loss 0.10 dB max
Isolation 60dB minimum
Switching time 50 milli-sec typical
Pressure To 30 PSIG
Wave guide size WR 62

Flanges (Optional see table above) Plain Flat flange
Operating voltage (Optional see table above) |12 VDC-1.5Am
Life 100,000 Cycle
Mating connector To be supplied

Note: ** manual switch does not included Receptacle.

RWS-SPDT-12.4-18.0-WR62-Opt-xV-ul8

Specifications may be subject to change
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Waveguide Switch SPDT, 12.4-18.0 GHz
WR62, Flange Option, x Volts option (Preliminary)

TTL control Options
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POS 2, LOW (OV+.3V)

B CMD VDC
C CMD VDC RTN & TTL RTN.

F IND, POS 2
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TTL ELECT. CKT. (Ckt # TA) Shown in Position 1
SWITCH SERIESCONNECTOR MATING CONNECTOR

SMALL ~ MS3112E10-6P MS3116F10-6S
LARGE MS3102E14S-6P MS3106F14S-6S
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