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Order Examples: RWS-SPDT-9.2-9.5-WR90-CPR90G-28V-u18 
Description: (Waveguide Switch, Single Pole Double Throw, 9.2-9.5GHz, WR90, CPR90G Flange, 28Volts) 

 

 
Specifications  

Frequency  9.2-9.5 GHz  

Wave guide size  WR 90 

Flanges  CPR 90G 

Pressure 15 PSIG 

Peak Power 110 kW 

Average Power 110 W 

Isolation  60dB minimum 

Switching time 60 milli-sec typical 

Insertion Loss 0.05 dB max 

WR90 WG SWITCH, xVDC, x FLANGE, -SPDT  

Code Flange 
P Plain 
C Choke 
O O-Ring 
F CPRF 
G CPRG 
 

Units: Inches

TOLERANCES:
DECIMALS 
2 PLACES: ± .03 
3 PLACES: ± .010 
FRACTIONS: ±1/32 
ANGLES: ± 1/2 deg.. 

Voltage Options AMPS 
+22 To +32 0.9 
-22 To -32 0.9 
+10 To +14 1.5 
-10 To -14 1.5 
+44 To +54 0.5 
-44 To -54 0.5 
117VAC 0.5 
235VAC 0.5 
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Specifications  

VSWR 1.1:1 max 

Operating voltage  28 V +/-4V 

Electrical circuit Standard Latching Electrical circuit, One Form C 

Latching /non-latching Latching type with manual override 

Life 100,000 cycles minimum 

Material Aluminum  

Finish Chromate or paint 

Environment  Coastal saline 

Operating Temp 0 to 50 deg C, 95% RH 

Mating connector To be supplied 
 


